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Foreword

Thanks for choosing BYD F3/F3R. To help you operate and maintain BYD F3/F3R, please read this Owner's Manual thoroughly.

BYD F3 uses electric injection engine, and the wiring harness is very complex, so please do not install the following additional electric equipment by
yourself: burglar alarm, central control lock, power window, audio devices and so on. Any damages or malfunctions caused by the above
modifications are not covered by warranty.

Throughout this manual, you will see safety and vehicle damage warnings. You must follow these warnings carefully to avoid possible injury or
damage.

The types of warning, what they look like, and how they are used in this manual are explained as follows:

Important Information

CAUTION

This is a warning against anything which may cause injury to people or
damages to your vehicle.

NOTICE

Be convenient to overhaul, please abide the following.
All pictures in this manual are schematic and only for references.
BYD reserves the right to modify the technical features and When you see the safety symbol shown above, it means:

specifications in this manual without notice. “Do not ..."; “Do not do this”; or “Do not let this happen”.
Thanks for choosing BYD F3/F3R. All suggestions are welcome.
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Technical specifications of BYD F3

Type QCJ7150A SERIES QCJ7160A SERIES
Overall length (mm) 4533
Dimensions Overall width (mm) 1705
Overall height (mm) 1490
Wheel base (mm) 2600
Wheel track Front (mm) 1480
Rear (mm) 1460
Curb weight (kg) 1200(CNG 1275) 1200(CNG 1275)
Total weight (kg) 1575(CNG 1650) 1575(CNG 1650)
Tire 195/60 R15
Approach angle (°) 17.7
Departure angle (°) 18.9
Front overhang (mm) 933
Rear overhang (mm) 1000
Seat number 5
Max. speed (km/h) 170
Engine 4G15S8 BYD473QB DA4G18
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Type In-line 4-cylinder, 16-vavle, water-cooled, natural air inflow, SOHC
Displacement (ml) 1488 1488 1584
Max. power (kW) 78 79 73.5
Max. gradeability (%) 230

* The actual fuel consumption depends on many factors, like vehicle condition, road condition,
and driving habit.
Technical specifications of BYD F3R

Type QCJ7151ASERIES QCJ7161ASERIES
Overall length (mm) 4325
Dimensions Overall width (mm) 1705
Overall height (mm) 1490
Wheel base (mm) 2600
Wheel Front (mm) 1480
track Rear (mm) 1460
Curb weight (kg) 1170
Total weight (kg) 1545
Tire 195/60 R15
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Approach angle (°) 17.7
Departure angle (°) 28.8
Front overhang(mm) 933
Rear overhang (mm) 792
Seat number 5
Max. speed (km/h) 170
engine 4G15S ‘ BYD473QB DA4G18
Type In-line 4-cylinder, 16-vavle, water-cooled, natural air inflow, SOHC
Displacement (ml) 1488 1584
78 ‘ 79 735

Max. power (kW)

Max. gradeability (%)

=230

* The actual fuel consumption depends on many factors, like vehicle condition, road condition, and driving habit.
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BYD F3 vehicle identification
VIN:

Figure 1.

The VINs are set in the engine cabin
separately and on the upper left of the
panel, as shown in Figure 1. This is the
VIN of BYD-F3 for the car owner to
register. The Plate-2 shows the VIN as

well.

H‘j 3 \\\ "

The above picture indicates
the fuel specification which is set

in the inner part of the cap.

P 0N

Cooling water indicating plate
A/C system alarm plate
Cooling fan alarm plate

CNG standard indicating plate
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The picture above refers to children-
protection system indication which is
downward to the children-protection

lock on the inner side of the rear door.

Engine No. (4G1 series engine) CNG bottle alarm plate

As showed in the picture above, the

number of Engine is indicated on the

cylinder.
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The picture above shows the tire
pressure indication which is set
below the lock ring of left front

door

Engine No. (473 series engine)
As showed in the picture above, the
number of Engine is indicated on the

cylinder.
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Section 1 Operation of Instruments and Controls

SECTION 1-1
OPERATION OF INSTRUMENTS AND CONTROLS

1. Overview of instrument panel

INSTIUMENT PANEI OVEIVIEW. .. ...t et et et ettt e ettt et et et et e e e et et e et e e neeens 7
CombiINed INSITUMENT OVEIVIEW..... ..ttt ettt e e 12
Indicator symbols on the combined INSITUMENT. ... ... e e e e es e 14
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Instrument panel overview(MT)

13

12
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11.
12.
13.
14.
15.
16.

Side defroster outlets

Side vents

Instrument cluster

Center vents

Front interior light and switch (Electric
sunroof switch, option)

Power window switches(Option)
Glove box

Cup holder(Option)

Console box(Option)

Rear ashtray(Option)

Parking control assembly

Gear shift lever(MT)

Auxiliary box

Hook lock release lever

Power window lock switch(Option)
Central door lock switch(Option)
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Instrument panel overview(AT)

ok owbdb-=

Side defroster outlets

Side vents

Instrument cluster

Center vents

Front interior light and switch (electric
sun roof switch, option)

Power window switches(Option)
Glove box

Cup holder(Option)

Console box

Rear ashtray

Parking control assembly

Gear shift lever(AT)

. Auxiliary box

Hook lock release lever
Power window lock switch(Option)
Central door lock switch(Option)
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With manual air conditioning controls

1 2 3 4 5 17 . Leftward combination switches (Light)
. Rightward combination switches (Wiper and washer)
. Emergency flasher switch

. Car audio

. Electronic clock(Option)
. A/C switch
. Glove box

0 N O g b~ WON =

. Front ashtray

©

. Cigarette lighter assembly

-
o

. Rear window defogger switch(Option)

N
N

. Ignition switch unit

-
N

. Tilt steering lock release lever

-
w

. Burglar alarm indicator

N
~

. Outer power rearview mirror control
switches(Option)
15. Rear fog lamp switch

16. Vice-driver seat trump switch (Option)

14 13 12 11 10 9 16 -

. Reverse radar switch (Option)

-10 -
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With automatic air conditioning controls

1 2

15 14 13 12 11

Leftward combination switches (Light )
Rightward combination switches (Wiper
and washer)

Reverse indicator (Reverse radar switch)
Car audio

Electronic clock

Emergency flasher switch

A/C controls

Auxiliary box

Front ashtray

Cigarette lighter assembly

Rear window defogger switch

Ignition switch

Tilt steering lock release lever

Burglar alarm indicator

Outer power rearview mirrors

. Rear fog light switch

-11 -
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Combined Instrument overview
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5.0dometer

3.Coolant temperature indicator 4. Fuel gauge

1. Tachometer 2. Speedometer

-12-
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Combined Instrument overview (AT)
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1. Tachometer  2.Speedometer 3.Coolant temperature indicator 4.Fuel gauge 5 odometer

-13-
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Indicator symbols on the combined instrument

Brake system warning indicator *

Door opening warning indicator *

Driver’s seat belt reminder *

SRS warning indicator *

=0Q:

Tail light indicator

Low engine oil pressure warning indicator*

Headlight high beam indicator

Malfunction indicator *

Turn signal indicator

Low fuel level warning indicator *

Discharge warning indicator *
=

Front fog light indicator

() ABS warning indicator *

Q%

Rear fog light indicator

The indicators marked with * are service reminder indicators. For details, please see “Instrument and service reminder indicators” in Section 1-5.

Indicator symbols on the combined instrument (AT)

-14 -
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Brake system warning light *

Door opening warning

light *

P e

Parking indicator

light(AT)

lights

light(AT)

Low fuel level warning light*

Front fog light indicator
light

2 e

2™ gear indicator

.. Reverse indicator
Driver’s seat belt reminder light* G SRS warning light* R @
I~ light(AT)
- - Neutral indicator
Discharge warning light * -0Q- Tail light indicator * N O
= light(AT)
- Headlight high beam Driving indicator
{71 | Low engine oil pressure warning light* = D o
= Indicator Light light(AT)
Turn signal indicator 3™ gear indicator
IICJ Engine malfunction indicator light * ¢ $ @

light(AT)

() ABS warning light*

Q%

Rear fog light indicator
light

[ e

Low gear indicator

light(AT)

The indicators marked with * are service reminder indicators. For details,

please see “Instrument and Service reminder indicators” insection 1-5.

-15-
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SECTION 1-2
OPERATION OF INSTRUMENTS AND CONTROLS

2. Keys and doors

Luggage compartment lid...........oooiiii

BaCK dOOT. ... .t

Engine hood
Anti-theft system
Fuel tank cap

Electric sun roof

-16 -
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Your vehicle is supplied with two kinds of

keys

1. Master keys: these keys work in every
lock. (2)

2. Sub key: this key will not work in the
luggage compartment. (1)

Note: Your F3R is equipped with 2 remote

keys with no spare key.

As the key is not needed when
locking the door, please take a master key
with yourself for spare use when your keys

are locked in the car accidentally

Key number plate

Your key number is shown on the plate. Keep
the plate in a safe place such as your bag,
not in the vehicle.

If you put the key in the vehicle, lock the all of

the doors, and there is not spare key, too,

you should smash the
smallest window and open the door. In this
way, the cost will be very cheap. Pay

attention to the cullet, avoiding being injured.

Side doors

Unlocking and locking with key
Insert the key into the keyhole and turn it.
To unlock: turn the key clockwise.

To lock: turn the key anticlockwise.
-17 -
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Vehicles with the central door lock system. All
doors lock and unlock simultaneously with

the driver’s door.

Unlocking and locking with inside lock

knob

Move the lock knob.

To unlock: pull the knob backward

To lock: push the knob forward

If you want to lock the door from the

outside, set the knob in the lock position
-18 -

before closing the door. The outside door
handle must be held up while front doors are

being closed.

Do not lock your keys inside the car.

The driver’s side door can not be locked
when the door is open and the key is in the
ignition.

The driver's door can be opened from the
inside even if the inside lock knob is in the

lock position.

Unlocking and locking with central door
lock switch

Push the switch

To unlock: push the front of the switch.

To lock: push the rear of the switch

All the doors lock or unlock simultaneously.
Unlocking and locking the door

automatically




F3/F3R OWNER’S MANUAL

When the speeds reach to 20km/h, all doors
will be locked automatically.

When you turn the ignition key from “ON” to
“ACC” or “LOCK”, all doors will be opened.
You can cancel these functions. For details,
see the section “Settings of optional

functions”.

Rear door child protector
Move the lock lever to the “LOCK” position as

shown in the figure.

When the child-protector is locked, you can
not open the rear door via the inside door
handle. We recommend using this feature

when ever small child are in the vehicle.

CAUTION

Before driving, be sure that the doors
are closed and locked, especially
when small children are in the
vehicle. Along with proper use of seat
belts, locking the doors helps
prevent the driver and passengers
from being thrown out from the
vehicle in an accident. It also helps
prevent the doors from being opened

unintentionally.

-19-
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Wireless remote control 1. Indicator @®Do not disassemble it.

2. “LOCK” switch @®Avoid knocking it hard against other objects

-20 -

3. “UNLOCK” switch

4.  “PANIC” switch

The wireless remote control system is
designed to lock or unlock all the side
doors and back door in the distance of 1

m or so.

To operate any switch, push it slowly

and securely. At this time, the indicator
flashes once.

Observe the following instructions to avoid
damages:

@®Do not leave the key in places where the
temperature becomes high such as on the

dashboard.

or dropping it.

®Avoid water entry.

If the wireless remote control does not
actuate the doors, or can not operate from a
normal distance, or the indicator on the key
is dimmed or does not illuminate,

please do the following actions:

@ Check for closeness to a radio
transmitter such as a radio station or an
airport which can interfere with normal
operation of the key.

@ The battery may have been consumed.
Check the battery inside the transmitter.
Replace the battery. For details, see

“Replacing the battery in the remote control”.
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If you lose your wireless remote control key,
contact your BYD AUTO
service station as soon as possible.

“LOCK” switch
If the switch is kept being pressed, the
operation is not repeated. Release the switch
and then push again for another operation.
To lock: push the “LOCK” switch, all the side
doors and back door are locked
simultaneously. At this time, the turn signal
lights flash once.
If the key is in the ignition switch, locking and
unlocking can not performed by the remote
control. If the key is not in the ignition switch
and no doors are locked, press the “LOCK”

button on the remote control, and the forth
(fifth for F3R) door will

be locked. At the same time, the horn will
buzz one time to make a warning

without entering the anti-theft mode.

When the forth (fifth for F3R) door is closed
but do not in the state of anti-theft, press the

“LOCK” switch to lock the door.

Finding the vehicle: when the vehicle enters
the state of anti-theft, press the “LOCK”
switch and you will hear a buzz and watch the
turn signal light flashes 15 seconds. (When
you do not ensure the position of your vehicle,
you can use this feature to find your vehicle.)
Under the state of finding the vehicle, press
the “LOCK” switch again to

enter this state again.

Cancel warning:
while the vehicle is under the state of anti-

theft, the warning system is activated.
Press the “LOCK” switch, and all of

the doors will be locked one time. At the
same time, the warning will be cancelled. In
this way, the vehicle is also under the

anti-theft state.

“UNLOCK” SWITCH
If the switch is kept being pressed, the
operation is not repeated. Release the switch

and then push again for another operation.
To unlock: press the “UNLOCK”

switch, and all doors will be unlocked while

the turn signal light will flash

-21 -
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twice. If you press this switch when the
vehicle is under the state of anti-theft, the
vehicle will be unlocked and the turn signal
light will flash three times.

You can not unlock the vehicle by pressing
the “UNLOCK” switch if

the key is in the ignition switch. If under the
state of anti-theft and the key is in the ignition
switch, pressing the “UNLOCK” switch can
exit from the state of anti-theft and open all of
the doors simultaneously.

While using the wireless remote control to
open the key, the rear inner

light and ignition switch reminder

light will be on for 30 seconds, and

then off. (This function is optional.

For details, see “Settings of optional

-22.

functions”.)

You have 30 seconds to open a door after
using the wireless remote control unlock
feature. If a door is not opened by then, all

the doors will be automatically locked again.

Quit the anti-theft state:

when the car is in the anti-theft state
(including that the anti-theft warning is on),
press “UNLOCK” switch and all the doors will
be open once with the turning light flash for
three times. At the same time,

the car will quit the anti-theft state.

“PANIC” switch

Press the “PANIC” switch for 1.5 seconds or

longer at any time to start intermittent

warning and enable the turn signal light to
flash. The warning lasts about 30 seconds. If
you want to stop this warning within the 30
seconds, you can press “UNLOCK” once or
“PANIC” again (Please do

not press this switch during driving).

Replacing the battery in the remote
control

For replacement, use two CR2016 lithium
batteries or the equivalent. It

is recommended to go to BYD AUTO service

station to replace it.
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CAUTION

Special care should be taken to prevent
small children from swallowing the

removed battery or components.

1. Open the wireless remote with a
screwdriver or other tool as equivalent.

NOTICE 3. Putinanew battery with the positive

Dispose of used batteries according to side up. Tighten the cover with

the local laws. Screws.

Replace the battery by following

procedures:

2. Remove the module from the key

frame.
.23 .
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NOTICE

Make sure the positive side and
negative side of the battery are
faced correctly.

Do not replace the batteries with
wet hands. Water may cause
unexpected rust.

Do not touch or move any
components inside the
transmitter, or it may interfere
with proper operation.

Be careful not to bend the
electrode when inserting the
battery and that dust or oils do
not adhere to the case.

Close the cover securely.

After replacing the battery, check whether the
key operates properly. If the key still does not
operate properly, contact your BYD AUTO

service station.

Specification of the remote control
Frequency range: 314.9-315.1 MHz
Emission power: <5500 u V/m

Spurious emission threshold: <610 1 V/m

Bandwidth: <300 kHz

NOTICE

Don’t change emission frequency,
increase the emission power
(including installing frequency
amplifier), or install other antenna
by yourself.

Don’t bring baleful disturbance to
legal wireless communications.
Upon disturbance, stop using it and
contact with BYD AUTO service
station to eliminate disturbance.
Don’t use it on airplane or around

the airport.
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Power windows(Option)

To close: lightly pull up the switch.

Operating the switch

The ignition key must be in the “ON” position.

Operating the driver’s window

Using the switch on the driver’s door can
control all of the doors.

Normal operation: Press the switch to
enable the window to rise or descend.

To open: lightly push down the switch.

Automatic operation

Push the switch completely down and then
release it. The window will fully be opened or
closed. To stop the window partway, lightly
move the switch in the opposite direction and
then release it.

A

:f//“ll'ldn'ﬁ'_lnl;k
/

switch

Operating the passengers’ windows

Use the switch on each passenger’s door or
the switches on the driver’s door that control
each passenger’s window.

The window moves as long as you press and
hold the switch.

To open: lightly push down the switch.

To close: lightly pull up the switch.

If you push down the window lock switch on
the driver’s door, the passengers’ windows
can not be operated.

-25-
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F3 F3R

- 26 -

CAUTION

Power windows do not have the
jam protection function, so please
pay attention to your operation.
Recommend to use the window
lock switch when there are
children in the vehicle.

Make sure that the ignition key is
taken out when you leave the

vehicle.
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Luggage compartment lid (F3)

CAUTION Cancel the function of luggage

To open the luggage compartment lid
from the outside, insert the master key
and turn it clockwise.

See “Luggage storage precautions” in
Section 2 for precautions when loading
luggage.

To close the luggage compartment lid, lower
it and press it. Then, try to pull upward to

make sure it is really closed.

Keep the luggage compartment lid component inner control lever (F3)

closed while driving. This not only
keeps the luggage from being
thrown out but also prevents
exhaust gases from entering the

vehicle.

Luggage component inner control lever

(F3)

After closing the luggage component, insert
the main key and turn it clockwise to cancel
the function of the inner control lever. In this
situation, you can not open the luggage

component with the sub key.

Pull the lever up, and the luggage component

lock will be opened.
27 -
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Back door (F3R)

Open the back door

1. Insert the main key and turn it clockwise, or
press the “UNLOCK” button on the wireless
remote control (All other doors are opened at

the same time).

-28 -

2. Lift the outer handle to open the door.

See “Luggage storage precautions” in
Section 2 for precautions when loading
luggage

To close the back door, lower it and press it.
Then, try to pull upward to make sure it is

really closed.

CAUTION

Keep the hatch-back door closed while
driving. This not only keeps the luggage

from being thrown out but also prevents

exhaust gases from entering the vehicle.
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Engine hood

1

To open the engine hood:
1. Pull the hood lock release lever and

the hood will spring up slightly.

CAUTION

Before driving, be sure that the hood is
closed and securely locked.
Otherwise, the hood may open
unexpectedly while driving and an

accident may occur.

2. In front of the vehicle, pull up the

auxiliary catch lever and lift the hood.

3. Hold the hood open by inserting the
supporting rod into the slot

Before closing the hood, check whether you

left any tools or rags inside. Return the

supporting rod to its clip. Then, lower the

hood and make sure that it locks into place. If

necessary, press down gently on the front

edge to lock it.

-29-
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CAUTION

After inserting the supporting rod into
the slot, make sure the rod supports
the hood securely, preventing from

falling down on to your head or body.

Anti-theft system(Option)

It is used to prevent the vehicle from
stealing. When the vehicle enters the

anti-theft state, there will

be a warning in the following situations:

-30 -

e  Any side doors are opened.

e  The ignition switch is turned to “ON”
position.

e  Disconnect or re-connect battery or
control components of anti-theft system.

e  The vehicle is knocked.

If someone wants to damage or enter the

vehicle, the system will enable the turn signal

light to flash and send an alarm.

Manual setting of the function

Use the wireless remote control to manually
set the anti-theft system.

Press the “UNLOCK” switch to activate the
anti-theft state and. Then, the turning light

flashes once while all the doors are locked.
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Press the “LOCK” switch and the manual

anti-theft setting will be exited in 1 second.

The indicator will flash slowly.

In the following situations, the anti-theft state
can not be enabled:

e  Any one door is opened.

The buzzer will buzz for about 1 second.
Close the door and try again.

Automatic setting of the function

This is an optional function. To use this

function, change the function mode first. For
details, see “Settings of optional functions”.
If you take the key out, close the side doors,
and do not operate the wireless remote
control in 30 seconds, the vehicle will enter
the anti-theft state automatically. At this time,
inserting the key into the ignition switch will
cause an alarm. When the key is at the “ON”
position, the anti-theft state will be quitted
automatically. You can also press the
“UNLOCK” switch to quit the state.

Cancel the state of anti-theft

Press the “UNLOCK” switch, and all of the
doors will be opened while the

vehicle quit the anti-theft mode.

The relations between the system state

and the actions:

e If the anti-theft system is deactivated,
the turn signal lights will flash twice.

e If the anti-theft system is activated, the
turn signal lights will flash three times,
and the anti-theft indicator light will flash
quickly. When the ignition key is turned
to the “ON” position, the indicator light
will be off.

After you quit the anti-theft state, the rear

interior light and ignition key reminder light

will be on for about 30 seconds go off even
when the doors are closed. The delay time
can be modified. For details, see the

“Settings of optional functions”.

If you can not quit the anti-theft mode by

using wireless remote control, you

-31-
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can use the key to cancel it: within the 15

seconds when the doors are opened, turn the

ignition key from “ACC” to “ON” ten times,
and the state will be disabled.

After the anti-theft state is disabled, all of the
doors will be locked again, and the vehicle
will enter the anti-theft state again if any one
door

is not opened.

Starting the anti-theft warning

When the anti-theft system detects an
abnormal condition, the signal light will flash
and the warning will be on for 30 seconds.

e  Any door is opened.

e  The key is in “ignition” position.

e  Reconnect the battery or anti-theft

module.

-32-

e  The vehicle is knocked.

Dual-testing function

This feature is realized through the dual

testing below.

e A beep will be sent as an alarm upon a
light knock in anti-theft mode.

If your vehicle detects a light knock in 10

seconds in anti-theft mode, it will warn by

buzzing with the turning lights flashing for 30

seconds.

e A beep will be sent as an alarm and the
turning lights will flash for 30 seconds
upon a heavy knock in anti-theft mode.

The alarm sensitivity against knocks can be

regulated. For details, see the corresponding

part in “Steps for changing optional

functions”.

Restarting the warning
The warning will restart on the following

conditions after warning stops

u Any door being open.
u Key being turned to “Start”
position.

Your vehicle will alarm by buzzing with the
turning lights flashing for 30 seconds and
pausing for 15 seconds. This action circulates
for three times.
The cycle can be changed. Refer to “Settings

of optional functions” for details.

Resetting of anti-theft system
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If the anti-theft system does not stay in the
states said above, the alarm stops after the
cycle. Then, the system will be reset

automatically when the auto set function is

selected.

Stopping the warn
While warning, press “LOCK” to stop it with
the anti-theft system still working.

While warning, press “UNLOCK” to

stop it with the anti-theft system not working.

Settings of optional anti-theft functions
Optional anti-theft functions:

e Automatic setting function

For details, see the “Automatic setting
function”.
e  Automatic locking and unlocking

For details, see the “Automatic locking and
unlocking”.
e  On-board illuminating system

For details, see the “Rear interior light” and
the “Ignition switch reminder light”.

e  Starting 6 warning cycles

When the vehicle enters the anti-theft state,
an alarm will be sent and the turn signal lights
will flash 30

seconds. A cycle will be performed every 15
seconds. Three cycles are defaulted. You
can choose 6 cycles. If so, 3 and 9 warning
cycles are cancelled automatically. If 6 and 9
warning cycles are disabled, 3 warning cycles
will be enabled again.

e  Starting 9 warning cycles

Select this item to enable 9 warning cycles.

Then, 3 and 6 warning cycles are cancelled

automatically. If 6 and 9

warning cycles are disabled, 3 warning cycles

will be enabled again.

e Delay time of entering the vehicle
(15s)

After using the wireless remote control to

open all doors, the rear interior light and

ignition key reminder light will be on for about

15 seconds (original time: 30 seconds). If

selected, the default time, 30 seconds, will be

disabled.

e Delay time of entering the vehicle (30)

After using the wireless remote control to

open all doors, the rear interior light and

ignition key reminder light will be on for about

30 seconds. To use this function, deselect

the 15s option first. If both options are
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selected, the system will set the time to be 15

seconds automatically.

Steps for changing optional functions
1. Check whether the anti-theft system is
released.
2. Close all of the doors.
3. Insert the key into the ignition switch.
4. Open and close the driver’s door twice
within 10 seconds. (close—
open—close—open—close)
5. Turn the key from “ACC” to
“ON” three times. (ACC—~ON—~ACC—ON
—~ACC—ON—ACC)

Now the anti-theft indicator light

illuminates.
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6. Pressthe “LOCK” switch on the wireless
remote control according to the following
tables, and make sure that the indicator
flashes.

Make sure the function state by pressing the

“LOCK” switch on the wireless remote control.

While the function is chosen, the turn signal

light will flash once and you can hear the

warning sound once. To deselect this
function, open any a door and close it. If you
find the turn signal

light flash twice hear the warning sound twice,

it indicates that the function is disabled. If

failed, re-open the door and close it again to
exit

from disabled state to enabled state.

Press

LoCK Optional function

once Automatic setting
functions

twice Automatic locked and
unlocked

3 times | On-board light system

4 times | Starting 6 cycles warning

5times | Starting 9 cycles warning

6 times | The delay time of
entering the vehicle:15s

7 times | The delay time of
entering the vehicle:30s

8 times | Knocking sensitive

standard
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The sensitivity can be set in 4 grades: 1st
grade, 2nd grade, 3rd grade, and 4th grade.
The 1st grade is most sensitive while the
other grades feature a much less sensitivity
in turn. While the vibration sensitivity
standard is selected, the turn signal light
corresponding to the grade will

flash and the warning sound corresponding to
the grade will be given.

Changing sensitivity standards:

After entering the vibration sensitivity
standard, you can open and then close any

door to step to the next grade.

Store the settings by doing any of the
following:

Turn the ignition switch to the “ON” position.

e  Close the driver’s door for 30 seconds.
e  Press the “LOCK” switch on wireless

remote control again.

For details, please contact your BYD AUTO
service station.

Fuel tank cap

This indicates that the fuel filler cap is on

the left side of your vehicle.

1. To open the fuel filler door, pull the
lever up.

When refueling, turn off the engine.
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CAUTION

While refueling, do not smoke,

avoiding the sparks or the flame that

could lead to fire.

When opening the cap, do not
remove the cap quickly. Upon hot
weather, fuel under pressure could
cause injury by spraying out of the
filler neck if the cap is suddenly

removed.

2. To remove the fuel tank cap, turn the
cap slowly anticlockwise, and then
pause slightly before removing it.
After removing the cap, hang it on the
cap hanger.

It is normal to hear a slight swoosh when the

cap is opened. While installing, turn the cap

clockwise till you hear a click.

CAUTION

Make sure the cap is tightened
securely to prevent fuel spillage in
the event of an accident.

Use only a genuine BYD AUTO fuel
tank cap for replacement. It is
designed to regulate fuel tank

pressure.
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Electric sun roof (optional)

Tilting operation

To operate the sun roof, use the switches
beside the front interior light.

The sun roof works when the ignition key is in
the “ON” position.

The sun shade can be opened or

closed by hand.

Sliding operation:

To open: push the switch on the “SLIDE”
side.

The sun shade will be opened together with

the roof.

To close: push the switch on the opposite
side of the “SLIDE” side.
As a precaution when closing, the roof stops

at the half closed position before fully closing.

Therefore, release the switch and then push

it again to close it completely.

Tilting operation:

To tilt up: push the switch on the “UP” side.

To lower: push the switch on the opposite
side of the “UP” side.

You may stop the sun roof at any desired
position. The roof will move while the switch

is being pushed and stop when released.

-37-



F3/F3R OWNER’S MANUAL

-38-

CAUTION

While the vehicle is moving, always
keep the heads, hands and other
parts of the bodies of all occupants
away from the roof opening.
Otherwise, they could be seriously
injured if the vehicle stops suddenly
or if the vehicle is involved in an
accident.

Before you close the sun roof, always
make sure nobody places his or her
head, hands, and other parts of the
body in the roof opening. Otherwise,
someone will be serious injured.

Do not let any passenger (esp.
children) stay in the car when the
ignition key is inserted in case he/she
will touch sunroof switch and get
stuck. Passengers that nobody is
taking care, especially children, may
be involved in an accident.
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SECTION 1-3
OPERATION OF INSTRUMENTS AND CONTROLS

3. Seats, seat belts, steering wheel and mirrors
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CAUTION

e Do not drive the vehicle unless the
occupants are properly seated. It is
not allowed to sit on the top of a
folded-down seatback, or in the
luggage compartment or cargo area.
Persons not properly seated and/or
properly restrained by seat belts can
be severely injured in the event of
emergency braking or a collision.

e During driving, passengers are not
allowed to stand up or move around
between seats. Severe injuries can
occur in the event of emergency

the seat belts provided.

Front seats

Seat adjustment precautions

Adjust the driver’s seat so that the foot petals,

steering wheel and instrument panel controls

are within easy reach of the driver.

CAUTION

braking or a collision.

Seats
During driving, all occupants should have the
seatback upright, sit well

back in the seat, and properly wear
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o Adjustments should not be made
while the vehicle is moving, as the
seat may unexpectedly move and
cause the driver to lose control of the
vehicle.

e When adjusting the seat, be careful
not to hit the seat against a
passenger or luggage.

e After adjusting the seat position, try
sliding it forward and backward to

make sure if it is locked in position.

e After adjusting the seat position, try
moving seat back backward to make
sure it is locked in position.

e Do not put objects under the seats.
The objects may interfere with the
seat-lock mechanism or

unexpectedly push up the seat

position adjusting lever; the seat
may suddenly move, causing the
driver to loss control of the vehicle.

While adjusting the seat, do not put
your hands under the seat or near the
moving parts. Your hands or fingers

may be caught and injured.
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Adjusting front seats (option)
[l

2. Angle adjusting lever for the seat back CAUTION

.

Avoid reclining the seatback any more
than needed to prevent from sliding
Lean forward and pull the lever up. Then lean downward the safety belt upon a
back to the desired angle and release the collision. The seat belts provide
lever. maximum protection in a frontal or rear
collision when the driver and the front
passenger are sitting up straight and
well back in the seats. If you are
1. Forward and backward adjusting reclined, the lap belt may slide past

lever your hips and apply restraint forces

Hold the center of the lever and pull it up. directly to the abdomen or your neck

Then slide the seat forward or backward to may contact the shoulder belt. In the
event of a frontal collision, the

the desired position with slight body pressure 1

more the seat is reclined, the

and release the lever.

greater the risk of death or personal

injury.
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Folding rear seat (F3, option)

Pull upward the back seat handle to unlock
the seat, and fold down it.

In this way, the luggage compartment can be
widened till the back of the front seats. For
precaution when loading luggage, see

“Luggage storage precautions” in Section 2.
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If necessary, each seat back can be folded
separately.

Folding rear seat (F3R, option)

_

Pull upward the back seat belts to unlock the

seat, and fold down it.
In this way, the luggage compartment can be

widened till the back of the front seats. For
precaution when loading luggage, see

“Luggage storage precautions” in section 2.

CAUTION

When the back seat is unfolded, to
prevent occupants from injuring in the
event of an accident or emergency
brake, please obey measures as
following:

o Pull the back seat forward and
backward to make sure it has been
firmly locked, and the red mark on
the button can not be seen.
Otherwise, normal operation of the
safety belts may be affected.

o Make sure the safety belt has not
been twisted or block in the back
seat. Then, put them in the right

position for use.
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Integral back seat (F3, option)

Integral back seat can not been folded.

Rear armrest (option)

To use the armrest, pull it out as shown
above.

Seat belts

Seat belt precautions:

BYD AUTO strongly urges that the driver and
passengers in the vehicle be properly
restrained at all times with the seat belts
provided. Failure to do so could increase the
chance of injury and/or the severity of injury
in accidents.

The seat belts provided for your vehicle are
designed for people of adult size, large
enough to properly wear them.

Children must be sit in the rear seat and use
the seat belts. According to accident statistics,
the child is safer when properly restrained in
the rear seat than in the front seat.

If a child must sit in the front seat, the seat
belt should be worn properly. If an accident

occurs and the seat belts are not worn

properly, the force of the rapid inflation of the
airbag may

cause death or serious injury to the child.

Do not allow the child to stand up or kneel on
either rear or front seats. An unrestrained
child could suffer serious injury or death
during emergency braking or a collision. Also,
do not let the child sit on your lap. It does not

provide sufficient restraint.

CAUTION

During driving, passengers must sit at
seats, and fasten seat belts well.
Otherwise, injures or deaths may be

easily caused when there is emergency

braking and collision.
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When using the seat belts, observe the

following:

e Use the belt for only one person at a time.
Do not use a single belt for two or more
people, even children.

e Avoid reclining the seatback any more than
needed. The seat belts provide maximum
protection in a frontal or rear collision when
the driver and the front passenger are
sitting up straight and well back in the
seats. You can refer to the

descriptions about seat adjustment.

e Be careful not to damage the belt webbing
or hardware. Take care that they do not get
caught or pinched in the seat or doors.

e Inspect the belt system periodically. Check
for cuts, fraying, and loose parts. Damaged
parts should be replaced. Do not
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disassemble or modify the system.

e Keep the belts clean and dry. If they need

cleaning, use a mild soap solution or
lukewarm water. Never use bleach, dye, or
abrasive cleaners which may severely
weaken the belts. (See “Cleaning the
interior” in Section 5.)

e Replace the belt assembly (including bolts)
if it has been used in a severe impact. The
entire assembly should be replaced even if
the damage is not obvious.

CAUTION

The safety belts are designed only for
adults, not suitable for children.

Children must be seated in the rear seat.

3-point seat belts

Adjust the seat as needed and sit up
straight and well back in the seat.

To fasten your belt, pull it out of the
retractor and insert the tab into the
buckle.

You will hear a click when the tab locks into
the buckle.

The seat belt length automatically adjusts to
your size and the seat position.

The retractor will lock the belt during a
sudden stop or on impact. It also may lock if
you lean forward too quickly. A slow, easy
motion will allow the belt to extend, and you
can move around freely.
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CAUTION

e After inserting the tab, make sure both
the tab and the buckle are locked and the
belt is not twisted.

e Do not insert coins, clips, etc. in the
buckle as this may prevent you from
properly latching the tab and buckle.

o If the seat belt does not function
normally, immediately contact your BYD
AUTO service station. Do not use the
seat until the seat belt is fixed. It can not
protect an adult occupant or your child

from injury.

If the seat belt can not be pulled out of the
retractor, firmly pull the belt and release it.

You will then be able to smoothly pull the belt

out of the retractor.

When a rear shoulder belt is completely
extended and is then retracted even slightly,
the belt is locked in that position and can not
be extended. Release the seat belt again,
and it retracts adequately. Then pull it out
again.

Seat belts with an adjustable shoulder

anchor(Option)

%

Adjust the shoulder anchor position to
your size.

To rise: slide the anchor up.

To lower: push in the lock release button and
slide the anchor down.

After adjustment, make sure the

anchor is locked in position.

Adjust the position of the loin and

shoulder belts.

“Keep as low on hips
| as possible i
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Position the lap belt as low as possible in
your hips, not on your wais. Then, adjust it to
a snug fit by pulling the shoulder portion
upward through the latch plate.

CAUTION

e Both high-positioned loin belts and
loose-fitting belts could cause serious
injuries due to sliding under the lap
belt during a collision and other
unintended result. Keep the lap belt
positioned as low on hips as possible.

e For your safety, do not place the

shoulder belt under your arm.

To release the belt, press the buckle-release
button and allow the belt to retract.
If the belt does not retract smoothly, pull it out

and check for kinks or twists. Then make sure
it remains untwisted as it retracts.

CAUTION
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Ensure that the belt goes through the
center of shoulder. The belt should be
farther enough from your neck and
should not fall off from your shoulder.
Otherwise, the protection from the belt

will be weakened, and injuries during

collision may be caused.

2-point seat belts

ELONGATE R

Sit on a seat straightly and well back in
the seat. To fasten your belt, insert the tab
into the buckle.

You will hear a click when the tab locks into
the buckle.

If the belt is not long enough for you, hold the
tab at a right angle to the belt and pull on the
tab.

Keep as low on hips as possible
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Too high

Adjust to
B smug fit

Remove excess length of the belt and
adjust the belt position.

To shorten the belt, pull the free end of the
belt.

Position the loin belt as low as possible on
your hips, not on your loin. Then, adjust it to a

snug fit.

CAUTION

CAUTION

Both high-positioned and loose-fitting

lap belts could cause serious injuries

due to sliding under the lap belt during a

collision or other unintended resulit.
Keep the lap belt positioned as low on

hips as possible.

o After inserting the tab, make sure the

tab and buckle are locked and that
the belt is not twisted.

Do not insert coins, clips, etc. in the
buckle as this may prevent you from
properly latching the tab and buckle.
If the seat belt does not function
normally, immediately contact BYD
AUTO service station. Do not use the
seat until the seat belt is fixed. It can
not protect an adult occupant or

your child from injury.
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Dual SRS airbags (option)

To release the belt, press the

buckle-release button.
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Airbag is Supplemental Restraint System
(i.e. SRS). It reinforces the seat belts,
which are designed to be activated in
response to a severe frontal impact. This
system provides an extra protection to the
occupant’s head and chest to reduce

injury and death.

Seat belts cannot be substituted by an airbag
for it is part of the automobile protection
system. Please pay attention to that the
airbag could exert to the most only with the
fastened seat belt. For you and your family’s
safety, please pay particular attention to the

CAUTION in this part.
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CAUTION

Use available seat belts while
driving!

Sit at correct pose. In this way, seat
belts and SRS airbag will protect all
occupants best!

Child must sit at rear seats!

Do not disassemble SRS airbag

system by yourself!

SRS System assembly

The SRS airbag mainly contains the parts as

below:

1. SRS warning light

2. Front passenger airbag subassembly
(airbag and charging installation)

3. Airbag ECU (electronic control unit)

4. Driver airbag assembly

5.  Crash sensor

The airbag ECU includes a safety sensor and

an airbag sensor.

Airbag warning indicator

JTRRRRIR— [Iop J—

This airbag is monitored by an electronic
control unit. With a self-diagnosis function, it
indicates the system state through the
warning light in the instrumental panel.
[ Every time when the ignition key is
turned to the “ON”
position, the indicator lights on for about

5 seconds and goes off and continues
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for 5 seconds above. This means that
the system functions well.

° If the airbag has been closed by BYD
service station, the indicator still work
as above but the airbag does not have
the protection function.

This warning light system monitors the airbag

ECU, crash sensor, inflators, warning light,

interconnecting wiring, and power sources.

For details, see “Maintaining the remainder

indicator and warning buzzers” in Section

1-5.

NOTICE

The following situations indicates that
the airbag system works abnormally:

e The indicator does not light on
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when the ignition key is turned

on.

e The indicator does not goes off

after 5 seconds the ignition key is
turned on or comes on again after

it goes off.

e The indicator comes on again

when the ignition key is turned

off.

e The indicator goes on or flashes

when driving.

CAUTION

If the airbag doesn’t work well, please
contact BYD AUTO service station to
examine it, or it will affect the normal

function of airbag.

Conditions of activating SRS airbag
system

The SRS airbag system is designed to
activate in response to a severe frontal
impact or other special impact.

The SRS airbag is not designed to inflate if
the vehicle is involved in a low-speed frontal
collision, side or rear collision, or if it is
involved in a rollover. But seat belts will
protect occupants.

When impact occurs, the SRS ECU will
analyze the acceleration to ensure whether it
reaches the reference value to activate the
airbag. If it doesn’t reach the value, the airbag
will not be activated, even though the vehicle
is distorted heavily in the accident.

The BYD F3 airbag ECU is designed basing
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on most road conditions and wrong usage of
the vehicle. However, please observe this
manual to drive your vehicle to ensure your
safety because man reasons may lead to

accidents.

The protected process of the airbag

While the airbag system is activated, the gas
is emitted in the airbag, and the airbag
inflates quickly. The driver and passenger are
protected by the airbag from being hurt upon
the head, neck and the chest when he/she
gets into the airbag while the moving inertia is
buffered.

When the airbag hustles the body, it can
absorb the energy, and make the gas

exhaust from the bag at some speed ratio.

This way can reduce the injury to the person
farther. After the accident, the gas in the bag
will be exhausted completely. Therefore, it
will not block the front visual field.

The airbag deploys at some ms, thus

carrying out extra protection towards drivers
and passengers.

While the airbag is deploying, there is a large
sound. Generally, it does not cause the injury.
Maybe it can cause the tinnitus and cause
you to lose hearing temporarily. However,
these are the unabiding and you will recover
quickly. The gas from the airbag may give
some smell and affect your appetite, but it
does not cause the driver or passengers toxic.
While the airbag is inflating, it may emit some

smoke. It is normal.
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Conditions when the SRS airbag does not

Collision by the other #ehicle from the side
deploy

Ho-frontel collision with the wall ie—————— \“‘-}I"-
Collide with tres, pillar, or other lathy things D
e - |

= 14
= 133
»"..\

Vehicle rollover

Collition with the rear lower part of the treck Collition by the other vehicle from the resr

NE——— — e S
gﬁ)-—@_,b\ @) = et The SRS airbag is not designed to inflate if

the above conditions occur.
The examples are referred to the above
illustrations.
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Conditions when the SRS airbag deploys

Collision with the sidestep and so ca

BEnter the desp cavity

Collisiom with the groesd
while drivisg oo the ramp

The SRS front airbags may deploy if
the above conditions occur.

The SRS front airbags may deploy if a
serious impact occurs to the underside
of your vehicle. For examples, refer to

the above illustrations.

NOTICE

e The SRS airbag system is designed

only for this module. Changes of
suspension system, tires, bumpers,
chassis, and other parts will bring
harmful impact. In addition, do not
replace any part of SRS airbag system
to other vehicles. Otherwise, the SRS
airbag system will be invalid.

e While driving, please wear the seat

belt and sit at correct pose. If you do
not tie the seat belt, lean forwards or
keep in correct pose, the possibility
that you get hurt will be increased in
case of accidents that would activate
the SRS airbag.
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Please keep 25 cm between driver’s
chest and steering wheel. In this way
the SRS airbag system will protect
driver best. It also means that front
seats and head-rest should be
adjusted in accord with each
passenger’s figure. Besides, the
driver should keep elbow bended
slightly even close to straight.

e Do not affix anything onto the cover
of steering wheel or the surface of
front passenger airbag position.
Those two places must be cleaned
with dry dishcloth. Do not knock

those places seriously.

e Children are not allowed to sit at the
front seat without child  restraint.
Since the front airbag inflates with
considerable speed and force, the
child may be seriously injured or
killed.

e There shouldn’t be any person,
animal or object between the SRS
airbag and the driver or the
passengers at the front seat. Do not
hold a child on your lap or in your
arms. It would be extremely

dangerous for children.

e There shouldn’t be any person,
animal or object between the SRS
airbag and the driver or the
passengers at the front seat. Do not
hold a child on your lap or in your
arms. It would be extremely
dangerous for children.

e Do not put any objects or your pets
on or in front of the dashboard or
steering wheel pad that houses the
front airbag system, or the possibility
that you get hurt will be increased in
case of accidents that

would activate the SRS airbag.

Do not change any part of SRS airbag

system, including marks.
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e Any operation to the SRS airbag
system or repair relating to this
system must be operated by BYD
AUTO service station.

e Change the SRS airbag system in 15
years since the manufacture date
marked on the auto certificate and
maintenance manual. This must be
operated by BYD AUTO service
station. For replacing some parts of
the SRS airbag system, please make
a record.

e The SRS airbag system only
provides one time protection. After
deployed or damaged, it must be
replaced for a new one.

o While you transfer your vehicle to
other person, give the on-vehicle files
to the new owner. If the SRS airbag
system is closed, give this file to the
new owner, too.

e To dispose the parts of the SRS
airbag system, observe the safety
order and disposal process. BYD
service station is familiar with these
regulations and detailed disposal
descriptions are available on the

maintenance manual.

e The SRS airbag system has excellent
anti-magnetic ability. However, to
avoid the suddenness,do not drive the
vehicle in some area where the
magnetic intensity is beyond the state
rule.

e The SRS airbag system is fitting for
many road conditions and wrong
operation to the vehicle. But to avoid
the suddenness, please do not make
serious crash to the chassis, or do not
drive the vehicle gruffly in rough road

conditions.
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Closing SRS airbag system
At some situations, SRS airbag system

can be closed. For examples:

° Even if the seat is adjusted correctly,
but the distance of 25 cm between the
driver’s chest and steering wheel can
not be kept.

° Special equipment at area of steering
wheel for handicapped is needed to be
installed.

° The front passenger seat is adjusted
due to some reason. However, the
position set upon delivery can not be
guaranteed.

Please contact your BYD AUTO service

station to close the SRS

airbag system. When closing an airbag,
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please mark at a right position and record on

the service manual.

CAUTION

In some situations, the SRS airbag
system can be closed. To do so,
contact your BYD AUTO service
station. Otherwise, it may cause
serious injury or death.

To resume the protection function of
the SRS airbag system, please re-start
your closed SRS airbag system as

soon as possible.

Other situations

e  Please read this manual carefully. If you
want to sell or dispose the vehicle,
please tell the new owner or the

disposal factory that this vehicle has the

SRS airbag system and suggest them to

read this manual thoroughly.

e  While the airbag is deploying, avoid

contacting the airbag module. Otherwise,
it may cause the scald or discomfort.
Contact your BYD AUTO service station
to replace with a new SRS airbag as
soon as possible if it has been activated

before.

e The SRS airbag system will be activated

only upon some
situations. Therefore, if the SRS airbag
system fails to work, it may not be the
problem of the system itself. Abnormal
repair or untimely repair towards the
damaged parts of the vehicle may affect

the SRS airbag system.
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Contact BYD AUTO service station upon

the following conditions:

The SRS airbags have inflated.

The front of the vehicle (shaded in the
illustration) was involved in an accident
that was not severe enough to cause the
SRS airbags to inflate.

The pad section of the steering wheel
(shaded in the illustration) is scratched,

cracked, or damaged.

Steering wheel

CAUTION

To change the steering wheel angle, hold the

steering wheel, push down the lock release

lever, tilt the steering wheel to the desired
angle and return the lever to its original

position.

e Do not adjust the steering wheel
while the vehicle is moving. This
may cause the driver to mishandle
the vehicle and an accident may
occur.

e  After adjusting the steering wheel,
try to move it upward and

downward to make sure that it is

locked in position.

Audio-control switch of Steering wheel
(option)

Under the radio mode, press the “ /N key and
Vo key on the main switch of steering wheel
to search programs. Press “MUTE” to mute the

device.
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Power outer rear view mirror (Option) vehicle and thus an accident may mirror, push the switch in the
occur. desired direction.
Power rear view mirror control(Option) Mirrors can be adjusted when the key is in

the “ACC” or “ON” position.

Adjust the mirror so that you can just see NOTICE
the side of your vehicle in the mirror. If the mirror is blocked by the ice, do
To adjust a mirror, use the switches. (Taxi not operate the control or scrape the
model and training model are not mirror face. Use a spray deicer to
CAUTION designed with this feature.) free the mirror.
Do not adjust the mirror while the 1. Choice switch-To select the mirror to be
vehicle is moving. Doing so may adjusted, push the switch to “L” or “R”.
cause the driver to mishandle the 2. Control switch - To move the
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Interior rear view mirror

Adjust the mirror so that you can just see the
rear of your vehicle in the mirror.

Pull the lever toward you (position 2 in the

illustration) to reduce glare from the headlight

of the vehicle behind you during night driving.

Daylight driving at position 1:

The reflection in the mirror has greater clarity
at this position.

Night driving at position 2:

Remember that by reducing glare you also

lose some rear view clarity.

The mirror has a direction display
function (Option):
Start condition: The ignition switch is turned

to the ACC/ON position.
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SECTION 1-4
OPERATION OF INSTRUMENTS AND CONTROLS

4. Light, wipers, defogger, and HUD (Head-up Display)
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Headlights and turn signal light (without

automatic light control system)

=DQz

HEADLIGHTS

To turn on the following lights, turn the
headlight/turn signal light switch

Position 1: position lights, license plate lights

and instrument panel lights.

The indicator light (green lights) for position

lights on the instrument panel indicate that

the position lights are on.
Position 2: headlights and all lights said

above.

Light reminder buzzer

A buzzer will remind you to turn the lights off
when the driver’s door is opened if you
remove the key with the headlight switched

on.

NOTICE

To prevent the battery from being
discharged, do not leave the lights on

for a long period when the engine is

not running.

High-low beams: turn the left multi
—function switch to the headlight switch.
For low beams, push the lever to position 2.
Pull the lever to position 3 for high beams.
The headlight high beam indicator light (blue
light) on the instrument panel will tell you that

the high beams are on.
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Flashing the high beam of headlights
(position 1)

Pull the lever all the way back. The flashing
high beam of headlights will turn off when you
release the lever.

The headlight high beam indicator light (blue
light) on the instrument panel will tell you that
the high beams are flashing.

You can flash the high beam headlights with
the knob turned to “off”.
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Turn signal lights

To signal a turn, push the left
multi-function switch up or down to
position 1.

The key must be in the “ON” position.

The lever automatically returns after you
make a turn. But you may have to return it by

hand after you change a lane.

To signal a lane change, move the lever up or
down to the pressure point (position 2) and
hold it.

If the turn signal indicator lights (green lights)
on the instrument panel flash faster than
normal, it means that a front or rear turn

signal bulb is burned out.

Headlights and turn signal lights (with

automatic light control system---optional)

z0Qz

Headlights

To turn on the following lights, turn the
light adjusting switch: Position 1: position
lights, license plate and instrument panel
lights.

The indicator light (green light) for position
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lights on the instrument

panel will tell you that the tail light are on.

Position 2: headlights and all lights said
above.

Position 3: (“AUTQO”): headlights and all of the
light in position 2.

They automatically turn on or off depending
on the darkness of the surroundings.

When you drive the vehicle into a tunnel,
garage or other dark surrounding where
needs light immediately, turn the switch to

position 2 manually.

The automatic light control sensor is on the
top of the instrument panel at driver’s side.
Do not place anything on the instrument
panel, and do not affix anything on windshield
to block this sensor.

When you turn the ignition key from “ON” to
the “ACC” or “LOCK”, or pull the key out with
headlights switch on, the headlights will go
off.

If you want to turn on the headlights again,

turn the ignition key to “ACC” or “ON”. If your
vehicle will be parked for no less than one

week, make sure the headlight switch is off.

NOTICE

To prevent the battery from being
discharged, do not leave the lights on

for a long period when the engine is not

running.
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3

High-low beams: For high beams, push the
lever to position 1. For low beams, push the

lever to position 2. Pull the lever to position 3
for high beams. The indicator light (blue light)
for on the instrument panel the headlight high

beam will tell you that the high beams are on.

Flashing the high beam of headlights
(position 3)
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Pull the lever all the way back. The flashing
high beam of headlights will turn off when you
release the lever.

You can flash the high beam headlights with
the knob turned to “off”.

Turn signal lights

To signal a turn, push the left multi-function

switch up or down to position 1.

The key must be in the “ON” position.

The lever automatically returns after you
make a turn, but you may have to return it by
hand after you change a lane.

To signal a lane change, move the lever up or
down to the pressure point (position 2) and
hold it.

If the turn signal indicator lights (green lights)
on the instrument panel flash faster than
normal, it means that a front or rear turn
signal bulb is burned out.

High mounted braking light (optional)
While pedaling, this light will be on together
with rear brake light to warn that the vehicle is
in the braking condition so that contingency
can be prevented.

Emergency flashers
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To turn on the emergency flashers, press
the switch.

All the turn signal lights will flash. To turn
them off, press the switch once again.

Turn on the emergency flashers to warn other
drivers if your vehicle must be stopped where
it might be a traffic hazard.

Always pull as far off the road as possible.

The turn signal light switch will not work when

the emergency flashers are operating.

NOTICE

To prevent the battery from being
discharged, do not leave the switch on
longer than necessary when the

engine is not running.

Front fog lights (option)

%0

To turn on the front fog lights, turn the left

multi-function switch lever. They will
illuminate when the position lights are
turned on.

The indicator light on the instrument panel for
the front fog lights will tell you that the front
fog light is on.
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Rear fog lights

To turn on rear fog lights, press this
switch. Rear fog lights will be on upon
following conditions:

While the position lights switch, the front fog
lights, as well as the switch of the rear fog
lights are turned on, the rear fog lights will be

on.
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While the headlights switch and rear fog
lights switch are turned on, the

rear fog lights will be on.

While the rear fog lights switch is turned on,
the rear fog lights indicator light on the
instrument panel will be on.

While the headlights switch or the position
lights switch and front fog lights switch is
turned off, the rear fog lights will be not on
even you re-open the rear fog lights switch,
While all of the other lights are off, the rear
fog lights will be off automatically. To turn on
the rear fog lights, press the rear fog lights

switch again.

Rear interior light

To turn on the interior light, slide the
switch.

The rear interior light switch has the
following positions:

“ON”: to keep the light on all the time.
“OFF”: to turn the light off.

“DOOR”: to turn the light on when any one

side door or back door is



opened. The light goes off when all the side
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When all the side doors and back door are ignition switch light comes on when any

of the side doors or the back door is

doors and back door are closed. unlocked using the wireless remote control,

the light will illuminate and remain on for opened.

llluminated entry system about 30 seconds before fading out. e  While all the side doors and back door

When the switch is at the “DOOR” position, This function can be activated or deactivated. are closed, the light will illuminate and

remain on for about 30 seconds before

the light will illuminate upon opening any one For details, see “Settings of optional

fading out.

door. After all the side doors and back door functions” in Section 1-2.

When all the side doors and back door
are closed, the light remains on for about 30 Ignition switch indicator light(Option) ° !

are locked using wireless remote control,

seconds before fading out.

However, the light goes out immediately in

the following cases.

e  All the side doors and back door are
closed when the ignition key is in the
“ON” position.

e  All the side doors and back door are
closed and locked by the

wireless remote control.

For easy access to the ignition switch, the

or after all the side doors and back door
are closed, turn the ignition switch to the
“ON” position, and the light fades.

When the all side doors and back doors
are opened with wireless remote control,
the light will be on and remain on for
about 30 seconds even if the doors are

not opened.

This function can be activated or deactivated.
For details, see “Settings of optional
functions” in Section 1-2.
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To turn on the windshield wipers, move

Front interior light(with power sunroof) To turn on the front interior light,

press the switch. To turn it off, press the lever to the desired set position.

the switch again. The ignition switch must be at the “ON”

Front reading lamp (option for the position.

vehicle model without power Lever position Operation

sunroof) Position 1 Intermittent

The operation for front reading lamp Position 2 Slow

is showed above. Position 3 Fast

Windshield wipers and washer To make a wipe only one time, lift the lever up

and release it.
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To squirt washer fluid, lift the lever up.
After the washer squirts, release the lever.
The wiper will operate a couple of times.

For instructions on adding washer fluid, see
“Adding washer fluid” in section 7-3.

In freezing weather, warm the windshield with
the defroster before using the washer. This
will help prevent the washer fluid from
freezing on your windshield, which can block

your vision.

NOTICE

Do not operate the wipers if the

windshield is dry. It may scratch

the glass, and damage the wiper.

Rear window defogger(Option)

With automatic air conditioning controls

To defog or defrost the rear window, push
the switch.

The key must be in the “ON” position.
The thin heating wires on the inner side of the
rear window will quickly clear the window

surface. An indicator light will illuminate to

indicate the defogger is operating.
Push the switch once again to turn the

defogger off.

With automatic air conditioning controls, the

defogger goes off automatically after 15 min.

After the rear window is cleaned, make sure

the defogger is off. The battery will be
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discharged if the defogger operate for long
time, especially when the car stays in
stop-and-go traffic. The defogger is not

designed for drying raindrop or melting snow.

NOTICE

e  With manual air conditioning
controls: to prevent the battery from
being discharged, turn the switch
off when the engine is not running.

e When cleaning the inside of the rear
window, be careful not to scratch or
damage the heating wires or

connectors.
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Speed HUD (Head Up Display) (option)

If the speed HUD is started, the vehicle
speed will be projected on the windshield.
Thus, the driver can read the information of
speed while paying attention to the situation
of road.

In this way, the driving safety can be

improved.

the button
of power
source

Starting conditions:

L] The ignition switch is at “ON” position.

® The power switch is pressed down.

L] The vehicle is moving.

Main technical specifications

Item Parameter Unit
Working
DC: +9~+15 \%
Voltage
Working
-30~70 °C
Temperature
Storage
-40~80 °C
Temperature
Measuring
0~199 km/h
Range
Measuring
+5%
Error
Dimension 80*54*46 mm
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SECTION 1-5
OPERATION OF INSTRUMENTS AND CONTROLS

5. Instruments and service reminder indicators

FUBL QAU ... e
Engine coolant temperature gauge ............ccoooiiiiiiiiii e
TACNOMETET ... (o e i e e e oo it s s e e et e e e e e e e e e e e e e e e e e e e e e e e e e
Odometer and tWO triD METErS. .. ... o oo o e o s et et i e e oo st e et ot e e e e ot e e e e e e e s e e e

Service reminder indicators and warning DUZZEers ... ...
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Fuel gauge

When the ignition switch is at “ON”
position, the gauge indicates the
approximate quantity of the fuel
remaining in the tank.

Nearly full: needle at “F”

Nearly empty: needle at “E”

It's necessary to keep 1/4 tank of fuel.

The needle moves when braking,
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accelerating or making turns. This is

caused by the fuel moving in the tank.

Hﬂ Reminding of filling the fuel: if it

becomes yellow when needle at “E”,

please fill the fuel.

When you are driving on the slope or turning,
the fuel in the tank will be caused to swash.
Needle of fuel gauge would sway or warning
light of fuel quantity would usually be on
earlier.

When the ignition key is at “ON” position,
there is no malfunction even if needle of fuel

gauge is at “E”.

Engine coolant temperature gauge

The gauge indicates the engine coolant
temperature when the ignition switch
stays at “ON” position. Working
temperature of the engine varies with

weather and load of the engine.

If the needle moves into the red zone, your

engine is too hot. If you vehicle
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overheats, park your vehicle and allow the

engine to cool.

Your vehicle may overheat during severe

operating condition, such as:

Driving up a long hill on a hot day.
Idling for a long period with the air
conditioning on in stop-and-go traffic.

Daggling other vehicles.

When the ignition switch is in “START”

position, there is no malfunction even if the

engine coolant temperature gauge needle

returns to “C”.

NOTICE

Do not remove the thermostat on the
engine cooling system as this may
cause the engine to overheat. The
thermostat is designed to control the
flow of coolant to keep the
temperature of the engine within the
specified operating range.

Do not continue driving with an
overheated engine. See “If your

vehicle overheats” in section 4.

Tachometer

The tachometer indicates the engine
speed in thousands of rpm (revolutions
per minute). Use it while driving to select
correct shift points and to prevent engine
lugging and over-running.

Driving when the engine is running too fast
may cause excessive engine loss and poor

fuel economy.
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Remember. In most cases, the slower the
engine speed is, the fewer the fuel

is consumed.

When the ignition switch is in “START”
position, there is no malfunction even if the

engine coolant temperature gauge needle
returns to “0”.

NOTICE

Do not let the indicator needle get
into the red zone. This may cause

severe engine damage.

Odometer and two trip meters
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This meter displays the followinginformation:

1.

Odometer — shows the total distance
the vehicle has been driven.

Two trip meters — shows two different
distances independently driven since
the last time each trip meter was set to
zero.

You can use one trip meter (TRIP A) to
calculate the fuel consumption and the
other (TRIP B) to measure the distance
on each trip.

Trip meter reset knob — resets the two
trip meters to zero, and also change the
meter display.

To change the meter display,

quickly push and release the knob. The

meter displays changes in the order
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then to trip meter (TRIP B), then back to
the odometer upon every pressing.

To reset the trip meter A to zero, display
the meter (TRIP A/ TRIP B) reading;
then, push and hold the knob until the

meter is set to zero.
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Service reminder indicators and warning buzzers

If the indicator lights on or the buzzer beeps...

Do this...

(a)

If you are not using the parking brake, park immediately and contact your BYD AUTO

service station

(b)

0

(indicator and buzzer)

Fasten driver’s seat belt

(c)

Park and check

(d)

Park and check

(e)

Take your vehicle to BYD AUTO service station

®

m O ¢ [

Fill the fuel on time
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@)

Take your vehicle to BYD AUTO service station

If the brake system warning light is still on, park immediately and contact your BYD

AUTO service station

=

Turn off all the side door and back door

o
(Option)

Take your vehicle to BYD AUTO service station

Key reminder buzzer

Remove the key

Light reminder buzzer

Turn off lights
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(a) Brake system warning light
This light comes on in the following cases

when the ignition key is at the “ON” position.

e  The brake fluid level is low.

CAUTION

It is dangerous to continue driving
normally when the brake fluid level is

low.

Have your vehicle checked at your BYD

AUTO service station in the following cases:

e  The light does not illuminate even if the
parking brake is applied when the
ignition key is in the “ON” position.

e  The light does not illuminate even if the
ignition key is turned on with the parking

brake released.
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A warning light turning on briefly during
operation does not indicate a problem.

CAUTION

If either of the following conditions
occurs, immediately park your vehicle at a
safe place and contact your BYD AUTO
service station.

e  The light does not turn off even when
the parking brake is released while
the engine is running. In this case,
the brakes may not work properly
and your stopping distance

will become longer.
Depress the brake pedal
firmly and bring the vehicle
to an immediate stop.

e  The brake system warning light
remains on together with the “ABS”

warning light.

In this case, not only the
ABS will fail but also the vehicle will
become extremely unstable during

braking.

(b) Seat belt reminder light

This light reminds the driver to buckle up the
seat belt.

Once the ignition key is turned to “ON” or
“START”, the reminder light

flashes if the driver’s seat belt is not
fastened. Unless the driver fastens the belt,

the light keeps flashing.

(c) Discharge warning light

This light warns that the battery is being
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discharged.

If it comes on while you are driving, there is a
problem somewhere in the charging system.
The engine ignition will continue to operate
until the battery is discharged, however. Turn
off the air conditioning, blower, radio, etc.,
and drive directly to the nearest BYD AUTO
service station.

(d) Low engine oil pressure warning light
This light warns that the engine oil pressure is
too low.

If it flickers or stays on while you are driving,
pull over to a safe place and stop the engine
immediately. Call a BYD AUTO service
station for assistance.

The light may occasionally flicker when the

engine is idling or it may illuminate briefly

after a hard stop. There is no cause for
concern if it then goes out when the engine is
accelerated slightly.

The warning light will be on if the level of oil is
low as well. This light

isn’'t designed to indicate the low oil level. The

oil level must be inspected by oil dip rod.

NOTICE

Do not drive the vehicle with the
warning light on — even for one block.

It may ruin the engine.

(e) Malfunction indicator light

This light comes on when the electronic
injection system of the engine fails to work.
If it comes on, contact your BYD AUTO

service station as soon as possible.

(f) Low fuel level warning light

When the fuel is nearly empty, the

light will be on. Please fill the fuel at once.
When driving on the slope or taking a turning,
the light would usually be on

earlier because the fuel in tank will swash.

(g) “ABS” warning light

The light comes on when the ignition switch is
turned to the “ON” position. If there is no
malfunction about the ABS, the light will be
off in few seconds. Then, the light would be
on again caused by any malfunction of the
system.

When the “ABS” warning light is on (and the

brake system warning light is off), the
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anti-lock brake system does

not operate, but the brake system still
operates conventionally.

When the “ABS” warning light is on (and the
brake system warning light is

off), the wheels could lock up during a
sudden brake or brake on slippery road
surfaces because the anti-lock brake system
does not operate.

If either of the following conditions occurs,
this indicates that a malfunction somewhere
in the components is monitored by the
warning light system. Contact your BYD
AUTO service station as soon as possible to

check the vehicle.

e  The light does not illuminate or become
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solid on when the
ignition key is turned to the
“ON” position.
e  The light comes on while you are
driving.
A warning light turning on briefly during

operation does not indicate a problem.

CAUTION

If the “ABS” warning light remains on
together with the brake system warning
light, immediately park your vehicle at a
safe place and contact your BYD AUTO
service station.

In this case, not only the ABS will fail
but also the vehicle will become

extremely unstable during braking.

(h) Open door warning light
This light remains on until all the side door

and back door are completely closed.

(i) SRS warning light

This light will illuminate when the ignition key
is turned to the “ON” position. After about 5
seconds, the light will go off. This means that
the system of the airbag is operating
properly.

The warning light system monitors the SRS
airbag system ECU, front seat belt
pretensioner assemblies, inflators, warning

light, interconnecting wiring, and power
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sources.

The occurrence of either of the following
condition indicates that a malfunction
somewhere in the parts is monitored by the
warning light system. Contact your BYD
AUTO service station as soon as possible to

checkthe vehicle.

e  The light does not illuminate or remains
on for long time when the ignition key is
turned to the “ON” position.

e  The light comes on or flashes while

driving.

(j) Key reminder buzzer
This buzzer reminds you to remove the key

when you open the driver’s door with the

ignition key in the “ACC” or “LOCK” position.

(k) Light reminder buzzer

This buzzer will sound if the position lights in
still on and the driver’s door

is opened with the key removed from the

ignition switch.

Checking service reminder indicators

1. Apply the parking brake.

2. Open one of the side door or back door.

The open door warning light will
illuminate.

3. Close the door.
The open door warning light will go off.

4.  Turn the ignition key to “ON”, but do not

start the engine.
All the service reminder indicators except the
open door warning light should illuminate.
The “ABS”
warning light goes off in few seconds. The
SRS waning light goes off after 6 seconds.
If any service reminder indicator or warning
buzzer does not function as described above,
have it checked by your BYD AUTO service
station as soon as possible

NOTICE

If warning light (such as discharging,
brake, oil, water temperature, etc.) is on
while driving, park the car as soon as
possible and check it according to the
instructions in this manual. Contact

BYD AUTO service station if necessary.
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SECTION 1-6
OPERATION OF INSTRUMENTS AND CONTROLS

6. Ignition switch, manual transmission, and parking brake
Ignition switch With STEEMNG IOCK. ... ... e e 83

Parking Drake. . ... 84
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Ignition switch with steering lock

“START” — to start the engine

The key returns to the “ON” position when
released.

For starting methods, see Section 3.

When the ignition switch is turned to the
“START” position, the tachometer, fuel gauge,
and engine coolant temperature gauge

needles will return to bottom. This does not

indicate

malfunctions.

“ON” — to switch on the engine and all
accessories

This is the normal driving position. When the
ignition switch is turned to “ON”, the
speedometer needle may have a move, this

does not indicates malfunctions.

“ACC” — to enable accessories such as the
radio to work while stop the engine

If you leave the key in the “ACC” or “LOCK”, a
buzzer will remind you to remove the key

when opening the driver’s door.

“LOCK” — to switch off the engine and lock

the steering wheel

The key can be removed only at this position.
You must press in the key to turn it from
“ACC” to the “LOCK” position.

When starting the engine, the key may seem
stuck at the “LOCK” position. To free it, first
make sure that the key is pressed all the way
in, and then rock the steering wheel slightly

while turning the key gently.

NOTICE

Do not leave the key in the “ON”
position if the engine is not running.
The battery will discharge and the

ignition device could be damaged.
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Parking brake

When parking, firmly apply the parking

brake to avoid inadvertent creeping.
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To set: pull up the lever. For better holding
power, first depress the brake pedal and hold
it while setting the parking brake.

To release:

(1) Pull up the lever slightly.

(2) Press the lock release button.

(3) Loosen the lever.

To remind you that the parking brake
is set, the parking brake reminder light in the

instrument panel remains on until you release
the parking brake.

CAUTION

Before driving, be sure the parking
brake is fully released and the parking

brake reminder light is off.
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Introduction for CNG vehicle fuel supply system structure

CNG vehicle adds the multi-point natural gas injection system compared with F3 fuel supply system.

Multi-point natural gas injection system is mainly made up of gas storage system, supply system and control system:

Gas storage system : is mainly made up of gas inlet, gas inlet 3-way,CNG bottle, CNG bottle valve, high pressure pipeline, connector, etc.

Supply system : is mainly made up of redactor, low pressure pipeline, high frequency solenoid valve group, molding pipe, etc.

Control system: is mainly made up of gas controller assembly, ignition time regulator, conversion switch, etc.

Specification for CNG vehicle fuel conversion operation

Conversion switches of multi-point natural gas injection system.
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. Natural gas indicator light
Natural gas conversion switch
Gasoline indicator light

Natural gas gauge indicator light

BWN A

Natural gas gauge indicator is made up of 4 green light and one red li
-ght. Every green light indicates about 1/4 capacity; red light indicates
the gas is not enough.
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(1) Starting CNG vehicle
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To protect the reductor and make sure that gasoline system is under normal state The vehicle is using gasoline to start regardness of the

position of conversion switch. If the gasoline system appears malfunction, engine can not use gasoline to work, to make the engine using
natural gas to work on, so the natural system sets the function of using natural gas to start directly.
a. Using natural gas to start
Shift the fuel conversion switch to “G” position, then check whether the gas gauge switch is indicating. Shift ignition key to “ON” gear, controller is
starting, at the moment gasoline working indicator is lighting, while natural gas working indicator is twinkling; shift conversion switch from “G”
position to gasoline position, then return to “G” position, at the moment natural gas and gasoline working indicator light are both lighting; then start

the engine, engine is using natural gas to start and work.
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Caution

In normal situation, suggest using gasoline to start, do not use natural gas to start. While, if the engine water temperature is over 60°C,
please use natural gas to start directly, otherwise redactor will be damaged.

b. Using gasoline to start
Shift conversion switch to gasoline position, start as the natural driving operation procedure.
(2)Fuel conversion
a. From natural gas to gasoline
Shift the fuel conversion switch from “G” position to gasoline position, at the moment natural gas solenoid valve is close, fuel pump relay is close,
and fuel pump is working. Engine uses gasoline to work.
b. From gasoline to natural gas
Shift fuel conversion switch from gasoline position to “G” position, at the moment engine is using gasoline to work, gasoline indicator is lighting.
Step down accelerator pedal, loosen accelerator pedal until engine speed is above 2000rmp. When engine speed is under 2000rpm, system

transforms to natural gas working model, at the same time natural gas indicator is lighting, gasoline indicator is going out.

Caution

When fuel conversion, there will be a fuel supply transition period, at the moment the engine may be low down speed or gently idle. To
avoid engine stopping working, carry through fuel conversion when high engine speed, and do not carry through fuel conversion at the
place of traffic jam, upgrade and downgrade, swerve or bad line of sight.
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Instruction of on-board CD player (Option)

Function and feature

1.

CD supported

2. Builtin AM/FM radio

3. Anti-vibration structure

4.  MAX. power output: 25 W*4

5.  Audio input supported

Specifications:

ltem Parameter Unit

Working voltage DC: 11~16 \%
Max. power output 25 W*4 w
Max. working current 10 A
FM frequency range 87.5~108.0 MHZ
AM frequency range 522~1620 KHZ
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Instruction of the on-board CD function panel
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I-B broadecast pre—choice Dize ejection

Déac CD —*+-—\
PAE 0L (f__________ ™t :] CE=
—_— @ TUE
Power it \
¥olume adjust [ @_—Tuﬁe mode lmoly
~ Janavar wite
Sean ———( s | (T g [ o Il 3 1 % 1 ( @ J——cwicoc
SEERTRACK o | Jl . ——an
@ J| O |bvo ks 3
Seel stack — O = ! I FM12 | -—llhld. }
W —_,_] e =1 Audie Input
L L'; C—F' |"—"E 'J switech
1
cagsette
ajdction

repeat [randem play] Wext dise

Stop
Flay/Fauze dizc scan Last dise

fudie chanmel
zelector

-92-



F3/F3R OWNER’S MANUAL

l Power/ Volume adjusting knob: Can adjust the volume through tum the knob:; pressing the knob can open/close the CD ]

T TUNE-MODE "knob: pressing the knob can cycle at BAS

TRE BAL  FRD. While at some mode. can adjust by tuming the knob ’
Radwo can ¢hoose the program step by step

=
i

[ “SCAN" key: under the tape mode. short press can scan: long press can scarch automatically. and lock 6 fregs v ranges v

[ ~corcoc™ - Press o enter CD playing mode. CD, CDC, FM switch

r“AM' : Press to play AM radio. AM1 and AM2 are both available.

[ “FM1 2" : Press to play FM radio. FM1, FM2 and FM3 are avaiable.

n..._-Lu_ab__-

[ AUX': Press to svitch the audio channel.
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Connect one end of the audio line to the external audio device, such as the MP3 outpu t and the other end to the

AU X input. Switch on your CD player and press this button, thus you can play the tracks stored in your external

audio device via the on-board CD player if the device is turned on.

In other play modes, you can press the AUX button to enable the external audio device to play. If no external

audio device is available, you will return to the previous play mode.

After your CD player is turned on, the external audio device play mode will be accessed directly if it is inserted.

“A”and “V"

Radio mode: Press the button for 0.5 second to select a channel backward or forward and for 2 seconds above

to search the previous or next available channel automati cally.

CD mode: Press the button to select a track backward or forward. Press and hold it to perform fast forward or
fast rewind.

To resume norm al play, release it.

K CD play/pause
{—T—] Y- Rado: pressing 2s or more can store the current broadcast; pressing 05s can receive the stored broadcast
- -
3 CD: repeated play music
[ RPT Key:
¥ Radio: pressing 2s or more can store the current broadcast: pressing 05s can recerve the stored broadcast.

-94 -



F3/F3R OWNER’S MANUAL

@ key: CD: scan the music. Play every music's frontal 10s,

Radio: pressing 2s or more can store the current broadcast; pressing 05s can receive the stored broadcast.

[ H i ically.
[Ii"cy:m play the music stochastically

Radio: pressing 2s or more can store the current brondcast: pressing 05s can receive the stored broadcast.

G‘:'h _ Radio: pressing 2s or more can store the current brondcast: pressing (3s can receive the stored brondeast.
¥ Disc casc: previous dise.

-

I CD: stop the play, pressing “'CD™ key can restart.
E key: Radio: pressing 2s or more can store the current brondcast; pressing 05s can reccive the stored broadcast.
Disc case: next disc.

\

NOTICE: CD: CD disk is playing; Radio: The radio is in signal receiving state.

Instruction of eliminating on-board CD malfunction
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Failure

Reason

Solution

No power or sound

1. The ignition switch is not turned
on.
2. The wire is not connected

properly.

1. Turn the vehicle key to “ACC” or
“ON".
2. Check the wire connection.

. The disk is put in reversely.
2. The disk is dirty or scratched

1. Put in the disk correctly.

loud

the signal is excessively weak.

2 No sound with disk put in 2. Wipe the disk or change a new
seriously. one
L 1. Fix the machine with installation
. Installation is infirm. arts
3 Unstable sound caused by vibration 2. Thedisk is dirty or scratched parss. .
. 2. Clean up the disk or change a
seriously.
new one.
Can not store channels and the preset The battery line is connected
4 ) Connect the cable to correct pole.
broadcast improperly.
The noise sent by FM stereophony and . . .
) e not y ) pony The broadcasting station is far away or Choose other broadcasting station with
5 single channel broadcast give are too

stronger signal.
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Multi-media player (Option)

Features

1. 6.5 inches and 16:9 TFT liquid crystaldisplay

2. VCDI/CD play supported

3. Built-in AM/FM radio

4. Anti-vibration structure

5. High power output: 25Wx4

6. Manual flexible structure allows you to
adjust the view angle manually.

7. External GPS navigation system supported

Technique specifications

ltem Parameter Unit
Working voltage | DC: 11~16 \Y
Max. output
25 W*4 W
power
Video system NTSC
FM frequency
87.5~108.0 | MHZ
range
AM frequency
522~1620 KHzZ

range
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Instruction of the multi-media player function panel

power—volume adjusting lmob switeh/marmal frequency modulation lmob

N
i "'.,I listening pesition
b}." zelection
seek =tack pre-set
| acoustics
st/ ) |-
radio reception
. . 2
radio-reception i ;
wawve chooes P random paly
GFRS display —— 2] TLT OFEN [“UTE 5:?‘]_ set mute
CD play fpause J ——=liding screen key
=liding screen wision angle
power on J off adjustment
Instruction of multi-media player function panel keys Power-Volume adjusting knob: To adjust the
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volume/audio mode. To adjust the volume,
turn the knob. To switch the audio mode
among VOL, BAS, TRE, BAL, and FRD in
turn, press the knob. To change a mode, turn

the knob leftward or rightward.

Switch/manual frequency modulation knob:
To switch on the device or search a channel
manually. In the radio mode, press it to

operate single-step channel-choosing.

“SRC” key: To choose play mode or radio

mode. To switch the mode,
press the key. To resume, press it again.

“GPS” key: Press it to switch the current
mode to “GPS” display mode. To resume,

press the key again.

“MUTE” key: Press the key to mute your

device. To resume, press it again.

“AM/FM” key: To choose radio wave band at
the sequence of “FM1”, “FM2”, “FM3”, “AM1”,
and “AM2”.

“SCM” key: Preset the equalizer. “BEAT”
indicates strong sound effect applying to rock
& roll and disco waltz; “SOFT” indicates soft

sound

effect applying to quiet music; “POP”
indicates popular effect, applying to popular

music.

« [ / « K} In radio mode, press the key
for 0.5 second to perform single-step

channel-choosing. Press it for 2 seconds or

above to search the next channel
automatically. In CD play mode, press the
key to operate single-direction
music-choosing. Press it for a while to
perform FF or REW. To return to normal state,

release the key.

T4 key: Press it to play a CD or pause.

Press it once to pause and again to continue

playing.

“SHF” key: Press it to play randomly. Press

it again to cancel it.

“RPT” key: Press it to activate the repeated

play mode. To quit, press it again.
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“MBP” key: To choose a suitable position for
listening. Basing on your position, choose the

perfect timbre,

“Self-centered”, to locate the sound at three

positions: left front, right front, and midpoint.

“POWER” key: Screen power switch. Press it
to power off the display and again to power

on.
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“TILT” key: Press it to adjust the vision angle
of liquid crystal display. The display can be
moved by 10°, 20° and 30°.

“OPEN” key: Key of LCD sliding screen.

Press it to slide the screen without showing

images. Press it again to return to normal

state.
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Troubleshooting for multimedia player

Failure

Reason

Solution

No power or sound

1. The ignition switch is not turned on.
2. The wire is not connected properly.
3. The fuse breaks.

1. Turn the vehicle key to “ACC” or
“ON”.

2. Check the wire connection.

3. Change a fuse with specified
specification.

No sound with disk put in

1. The disk is put in reversely.
2. The disk is dirty or scratched

1. Put in the disk correctly.
2. Wipe the disk or change a new one

seriously.
L 1. Fix the machine with installation
1. Installation is infirm. t
Unstable sound caused by vibration 2. The disk is dirty or scratched parts. )
] 2. Clean up the disk or change a new
seriously. one

Can not store channels and the preset

broadcast

The battery line is connected improperly.

Connect the cable to correct pole.

The noise sent by FM stereophony and
single channel broadcast give are too loud

The broadcasting station is far away or the
signal is excessively weak.

Choose other broadcasting station with
stronger signal.
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notice

CAUTION °

When the screen is sliding, do
not put your hand inside the
screen.

When the disk is being taken
out, do not press “OPEN” key,
preventing the disk from being
scratched with the screen
sliding back. Press it after the
disk is out.

When putting in a disk, keep the
side with words upward.

Do not press the screen with
great force, or the screen would
break. Because liquid crystal is
deleterious, take care when
screen breaks.
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If malfunction is detected, please turn off
the power at once. If there are smoke or
peculiar smell, remember not to keep

using it and contactyour BYD AUTO ®
service station. Do not repair itby

yourself.

Loudhailer

The loudhailer 4SP consists of 2 treble
loudhailers and 2 woofers.

The loudhailer 6SP (optional) consists of 2
treble loudhailers and 4 woofers.
Instruction of on-board GPS function

(optional)

On-board GPS mainly has such functions as
listed below:
1. Route:

Layout and navigation

GPS location: longitude/latitude, height
above sea level, target position display,
moving speed, and distance to the
destination.

Multiple destinations can be set. The
system is able to select the best route
for user;

Adopt effective and powerful algorithm
to mark the route, solving the
complicated route layout problems

such as crossroads, one-way street,

restrained street, and trestle.

Guide users to reach the destination by
words or screen.

Navigation statistic information is
detailed, including the total mileage per

hour, estimated reaching time, time
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/distance needed to drive or driven.
2. Course Deviation Indicator
When users drive the wrong route or sheer
from the marked-out route with traffic jam or
restraint, the system will reprogram the route
so that users can arrive as soon as possible.
3. Integrative information inquiry
° Inquire the position by unit name.
® Inquire the companies or

institutions near to one certain position.
4. Zoom in/zoom out of the map and roaming
® Abundant electronic map information,

including particular maps of 34

capital-level cities all over the country

and national map. The national map
lists all towns, traffic artery, and rivers.
The particular maps even show
constructions and small alleys in range
of 50 meters
[ The touch screen facilitates zooming
in/out and roaming operation.
Display the vehicle position at any time.
° The map is designed with SD memory
card, which eases the renewal of map
data.
5. Satellite navigation together with automatic
navigation

The system can provide satellite navigation of

highly precision. When the vehicle drives into
an area without satellite data (e.g. tunnel,
roads between high buildings), a gyroscope,
and a speed sensor can be applied to
calculate the current position for automatic

navigation.

NOTICE
Do not use CDs with viscous labels
which may scroll. This may cause
the CD to get stuck in the player.
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SECTION 1-8

OPERATION OF INSTRUMENTS AND
CONTROLS

8. Air conditioning system

Manual air conditioning SYSTEM ... o i e e e e e e e e e e e e e e e e e e
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Automatic air conditioNing SYSTEM ... oo e s e e e e e e e e e e e e e
ST VNS oot it ot e it e s ot e s et e e e e e e e e e e e e e e e e e e e e e e e e e e e e e e

Checking and replacing air condition filter... .. ..o e e e
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Manual air conditioning system Control panel
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1. Air cycle mode selector
2. “AIC” switch
3. Cool/warm wind selector

4. Fan speed selector

5. Air flow mode selector

6. Anion generator (Option)
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Fan speed selector

Turn the knob to adjust the fan speed: To
increase, turn the knob clockwise. To
decrease, turn the knob anticlockwise. At the
same time, there will be leaf-like icons
showed on the controls (if an anion generator
is equipped)

Cool/warm wind selector

Turn the knob to adjust the temperature: To
select warm wind, turn the knob clockwise.
To select cool wind, turn the knob
anticlockwise. To turn off the air conditioning,

turn the knob to “OFF”.
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A A S

Air flow mode selector

Turn the knob to select the vent used for
air flow.

1 PANAL: The air flows mainly from the
instrument panel vents and side vents.

2 BI-LEVEL: The air flows from the floor
vents, the instrument panel vents and side
vents.

3 FLOOR: The air flows mainly from the floor
vents.

4 FLOOR/WINDSHIELD: The air

flows mainly from the floor vents and

windshield vents.

Use when the air cycle mode knob stays in
FRESH.

5 WINDSHIELD: The air flows mainly from
the windshield vents.

Use when the air cycle mode knob stays in
FRESH.

For instructions on settings of air flow knob,
see the following part.

Air cycle mode selector

1 2

T=>

Move the lever to select the air source.
1. RECIRCULATE: To re-circulate the air

inside the vehicle.
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2. FRESH: To draw the external air into the Pl speed for one minute to help clear the

system. intake ducts of snow or moisture. This can
v reduce the amount of fogging in the

“AIC” BUTTON windows.

To turn the air condition on, first turn the fan i ® When driving on dusty roads, close all

speed knob, and then press the “A/C” button. windows. If dust thrown up by the vehicle is

The “A/C” button indicator will illuminate. To ® Make sure the air intake grilles in front of still drawn into the vehicle after closing the

turn the air conditioning off, press the button the windshield are not blocked (by leaves windows, it is recommended that the air

again or set the fan speed knob to “0”. or snow, for example). intake selector be set to FRESH and the

Air flow knob settings ® On humid days, do not blow cold air on fan speed selector to any position expect
the windshield. The windshield could fog “0”.

Operating tips . o
up because of the difference in air

® To cool off your BYD F3 after it has been o .
temperature on the inside and outside of

parked in the hot sun, drive with the . .
the windshield.

windows open for a few minutes. )
® Keep the underside of front seats vacant
so that air in vehicle can be cycled
completely.

® On cold days, set the fan speed to high 107
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Heating

For best results, set controls to:

Fan speed: any value except “0”
Temperature: towards WARM (red zone)
Air intake: FRESH (outside air)

Air flow: FLOOR

Air conditioning: OFF

® For quick heating, select re-circulated air
for a few minutes. To keep the windows
from fogging, select FRESH after the
interior of the vehicle has been warmed.

® Press the “A/C” button on for dehumidified
heating.

® Choose floor/windshield air flow to heat the
vehicle interior while

defrosting or defogging the windshield.
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Air condition

For best results, set controls to:

Fan speed: any value except for “0”
Temperature: towards COLD (blue zone)
Air intake: FRESH (outside air)

Air flow: PANEL

Air conditioning: ON

For quick cooling, turn the air cycle mode

selector to re-circulated air for a few minutes.

Ventilation
For best results, set controls to:

Defogging
The inside of the windshield
For best results, set controls to:

Fan speed: any value except for “0”
Temperature: towards WARM (red zone)
Air intake: FRESH (outside air)

Air flow: WINDSHIELD

Air conditioning: ON

Fan speed: any value except for “0”
Temperature: towards COLD (blue zone)
Air intake: FRESH (outside air)

Air flow: PANEL

Air conditioning: OFF

On humid days, do not blow cold air on the
windshield, as the difference between the
outside and inside temperatures could
make the fogging worse.
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Defrosting
The outside of the windshield
For best results, set controls to:

Fan speed: any value expect “0”
Temperature: towards WARM (red zone)
Air intake: FRESH (outside air)

Air flow: WINDSHIELD

Air conditioning: OFF

® To heat the vehicle interior while defrosting
the windshield, choose
FLOOR/WINDSHIELD air flow.
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Automatic air condition system (Option)

Control panel

1 2 3 1. Fan speed selector

. “OUTSIDE TEMP” button
. “TEMP” button

. “AUTO” button

. “OFF” button

. Air intake selector

. Air flow selector
. Front defroster button

. “A/C” button

© O N o 0o »h w N
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“AUTO” button

For automatic operation of the air conditioner,
press the “AUTO” button. An indicator light
will illuminate to show that the automatic
operation mode has been selected.

In the automatic operation mode, the air
conditioner selects the most suitable fan
speed and air flow according to the
temperature.

You may use manual controls if you want to
select your own settings.

To turn off the automatic operation, press
“OFF” button, the air flow selector, or fan
speed selector.

Fan speed selector

Push the “/\” (increase) or “\/” (decrease)
button to adjust the fan speed.

In automatic operation, you do not have to
adjust the fan speed unless you want to use
another fan speed mode.

“TEMP” button
To increase the temperature, press the “/\”
side. To decrease it, press the “\V” side.
“MAX. COLD” appears when you adjust to
maximum cooling temperature, and “MAX.
HOT” appears when you adjust to maximum
warming temperature.
The anion generator will work while fan
working.
“OURSIDE TEMP” button
Press the “OURSIDE TEMP” button to
change the temperature display between the
air conditioning temperature and outside
temperature. For details, see “Outside
temperature display” in section 1-9.

“OFF” button
Press the button to turn off the air
conditioning system.

Air flow selector

1 2 3 4

AV Y

Turn the knob to select the vent used for
air flow.

In the automatic operation mode, there is not
necessary to adjust the air flow unless need
other way of air flow.

1 PANAL: The air flows mainly from the
instrument panel vents and side vents.

2 BI-LEVEL: The air flows from the floor
vents, the instrument panel vents and side
vents.

3 FLOOR: The air flows mainly from the floor
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vents.

4 FLOOR/WINDSHIELD: The air flows
mainly from the floor vents and windshield
vents.

Use with the air intake selector positioned in
FRESH.

Front defroster button

When this button is pressed, the air flows
mainly from the windshield vents with
reminder flashing.

Press the button once again to exit from the
air flow mode to the previous one used and
the reminder off.

Press the front defroster button while there is
the fog, and the A/C will be turned on
automatically while the “A/C” button indicator
illuminates. The fresh air will come in to clean
the windshield. While there is frost, the A/C
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will start heating function, and

the hot air will come in to clean the
windshield.

For details about air flow selector settings,
see “Air flow selector settings” described
below.

Air cycle mode selector

Press the button to select the air

source.
1. RECIRCULATE: To re-circulate the air
inside the vehicle.

2. FRESH: To draw the external air into
the system.

“A/IC” BUTTON

To turn the air condition on, press the “A/C” button.
The “A/C” button indicator will illuminate. To turn

the air conditioning off, press the button ~ again.

If the fan is not turned on and there is air flowing

out, the A/C system cannot be started by pressing
the “A/C” button
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Operating tips

® To cool off your BYD F3 after it has been ®  On humid days, do not blow cold air on the
parked in the hot sun, drive with the windshield. The windshield could fog up
windows open for a few minutes. This because of the difference in air

On cold days, set the fan speed to high temperature on the inside and outside of

speed for one minute to help clear the the windshield.

vents the hot air, allowing the aid ® Keep the area under the front

conditioning to cool the interior more intake ducts of snow or moisture. This

can reduce the amount of fogging on the

quickly.
windows.

® Make sure the air intake grilles in front of

® seats clear to allow air to circulate

throughout the vehicle. the windshield are not blocked (by leaves

or snow, for example).
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®  When driving on dusty roads, close all
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Press in the “AUTO” button
Temperature: to the desired temperature
Air intake: FRESH (outside air)

Fan speed: to the desired fan speed
Temperature: towards high temperature
Air intake: FRESH (outside air)

Air flow: FLOOR

Air conditioning: OFF

windows. If dust thrown up by the vehicle

is still drawn into the vehicle after closing

the windows, it is recommended that the .
For manual operation

air intake selector be set to FRESH and

the fan speed selector to any value.

Heating
For best results, set controls to:
For automatic operation

Press in the “AUTO” button
Temperature: to the desired temperature

Air intake: FRESH (outside air)
Air conditioning: OFF

For manual operation
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For quick heating, select re-circulated air
for a few minutes. To keep the windows

from fogging, select FRESH

after the vehicle interior has been warmed.

Choose FLOOR/WINDSHIELD air
flow to heat the vehicle interior while

defrosting or defogging the windshield.

Air conditioning
For best results, set controls to:
For automatic operation

Fan speed: to the desired fan speed
Temperature: towards low temperature
Air intake: FRESH (outside air)

Air flow: PANEL

Air conditioning: ON

[ For quick cooling, move the air intake
selector to RECIRCULATE for a few
minutes.
Ventilation
For best results, set controls to:

Fan speed: to the desired fan speed
Temperature: towards low temperature
Air intake: FRESH (outside air)

Air flow: PANEL

Air conditioning: OFF
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Side vents

Checking and replacing air conditioning

filter

If the air flow control is not satisfactory,

check the side vents. The side vents may The instruction plate of air conditioning

be opened or closed as shown.

filter is pasted inside the glove box. This
indicates the filter has been fixed.
The air conditioning filter can block the dust

to enter the vehicle though the air intake vent.
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A

The air conditioning filter is placed behind
the glove box.

The air condition will be blocked though a
long time. If you feel that the air flow
decreases, replace the air conditioning filter.
To guarantee the A/C working effect, follow
the maintain plan to check and replace the air
filter. For details, see Section 6.
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1. Open the right glove box and use a
cross-head screwdriver to release the

specified screw on the damper.

2. Press both sides of the glove box to
unfasten the pothook and remove the

glove box.
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CAUTION

The air conditioning filter must be
installed in its correct position. Using

an air conditioning system without a

filter will weaken the dust-proof

function and the air conditioning

4. Pull the filter core out from the filter capability.
3. Follow the picture to remove the air box.
conditioning filter. 5. Check the surface of the filter core.

If it is dusty, replace it.
While installing the air conditioning filter,

keep the arrowhead up.
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Install the glove box 2. Connect the glove box, draw out the 3. Press both sides of glove box and close
1. Insert the pin into the damper hole as damper, and insert the screw into damper. it.
illustrated above. Use the cross-head screwdriver to tighten

the screw.

-118 -



F3/F3R OWNER’S MANUAL

SECTION1-9
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Electronic clock

The ignition switch must be at “ACC” or
“ON” position.

To reset the hour, press the “H” button.

To reset the minutes, press the “M” button.
Press the “:00” button to change the time fast.
For example, if the present time ranges from
1:01 to 1:29, you can press the “:00” button to
change the time to 1:00. If present time is

between 1:30 and 1:59, you can press it to
change the time to 2:00.
If the electrical power source has been
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disconnected from the clock, the time display
will automatically be set to AM 1:00.
Outside temperature display (For
automatic air condition system)

— ) o A

|

3 OFF s AUTO

MODE

The outside temperature display indicates
the outside air temperature on Celsius
when you press the “OUTSIDE TEMP”
button.

The key must be in the “ON” position.
Pushing the button once again will turn off the
display.

When the air conditioning system is enabled,

pushing the “OUTSIDE TEMP” button once to
show the outside temperature. Pushing the
“OUTSIDE TEMP” or “TEMP” button will
change the display back to the air
conditioning temperature.

Cigarette lighter and ashtray

Cigarette lighter and front ashtray
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Cigarette lighter and rear ashtray

Cigarette lighter

To use the cigarette lighter, press it in. After
finishing heating up, it automatically pops out
ready for use.

If the engine is not running, the key must be
in the “ACC” position.

Do not keep the cigarette lighter being

pressed in.

Ashtray

To use the ashtray, pull it out.

When finishing with your cigarette, thoroughly
extinguish it in the ashtray to prevent other
cigarette butts from catching fire. After using
the ashtray, close the lid completely.

Front: to remove the ashtray, press down on
the lock spring plate and pull it out.

Rear: to remove the ashtray, hold the ashtray

on both sides and pull it out.

CAUTION

To reduce the chance of injury in case
of an accident or sudden stop while
driving, always completely close the

ashtray after use.

Right glove box

To open the glove box door, pull the lever.
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Left glove box (Auxiliary box)

To use the box, pull on the handle.
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Console box (option)

To access the console box, pull up the
lock release lever while raising the

console box lid.

CAUTION

To reduce the chance of injury in
case of an accident or a sudden
stop, always keep the console box

closed while driving.
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Cup holder (option) Reverse radar system (option for F3)

The cup holder is designed for holding Reverse radar system Open: press the switch and the indicator

cups or drink-cans securely. While reverse, the reverse radar system illuminates and the buzzer beeps.
prompts the driver the distance between Close: press the switch again to turn off the

vehicle and stumbling block through indicator

light and buzzer. The system uses the system.

sensor to detect stumbling blocks.

When the ignition key stays at “ON” and the
selector lever is in reverse
gear, this system is under working.
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back-up radar

This system prompts driver distance between
vehicle and stumbling block though indicator

light and buzzer.
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A refers to Indicator | buzzer

distance

(mm)

About Flash Intermittently

1,000-750 beeps

About Flash Quickly and

750-500 intermittently
beeps

About 500 or | ON Continuously

less than 500

beeps

Reverse radar system (option for F3R)

While reverse, the reverse radar prompts
driver the distance between vehicle and
stumbling block through the indicator
light and buzzer. The system uses sensor
to detect stumbling blocks.
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When the ignition key stays at “ON” Dacking radar
'gnit y stay systen A refers to )
position and the selector lever is in ) Indicator| Buzzer
distance (mm)
reverse gear, the system is under - .
@ © . About ,000-750 | Flash | Intermittently
working.
beeps
This system prompts driver distance between Quickly and

vehicle and stumbling block through indicator About 750-500 Flash intermittently
light and buzzer.

beeps
About 500 or less Continuously|
On
than 500 beeps

Open: press the switch and the indicator
illuminates and the buzzer beeps.
Close: press the switch again to turn off the

system.
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Sensing area The system may not work normally at e  The sensor is shielded by hand.
The sensing area (i.e. the maximal distance following conditions: e  The vehicle is too near to objects.
from “A”) of the sensor reaches to about e  There is something on the sensor, for e  The sensor is knocked seriously.
1100mm. example, ice, snow, slurry and so on.

Apperceive is limited, so you have to check e  The vehicle has been parked at higher

the surroundings before starting driving and temperature and lower temperature

get vehicle started slowly. surrounding for long time.

e  The vehicle is driven at muddy, rude, or

other special road.

CAUTION
e  The vehicle is near the objects which
Do not affix something onto sensor. . . . . i
can eradiate ultrasonic, such as vehicle If the following things come near the
Otherwise, this may cause the system .
horn, motor of motorcycle and so on. sensor, the system may fails to work:
not to work normally and even an . . o . . .
e  Drive the vehicle when it rains heavy or e  Metal lead wire, cord, or thin objects
accident.
water spatters on vehicle. e  Cotton, snowflakes or objects with
e |Install the dual-pass wireless antenna or absorbency
buffer. e  Small objects
e  The center of gravity is acclivitous. e  Objects with sharp ends
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e  High and protuberant objects

Please contact your BYD AUTO service
station at following situations:

e  The bumpers are destroyed or sunken.
e  The indicator is solid on but the buzzer

does not beep.

Rear sun visor (optional)

To raise the rear sun visor, pull the hook of
the rear sun visor and hang it to the bracket.

To descend it, pull the hook and put it down.

NOTICE

Follow the rules below. Otherwise,

damages or losses may be caused.

e Do not put any objects that may
block the curtain from moving under
the rear sun visor.

e Do not place objects on the visor.
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Running-in period

Drive gently and avoid high speed.

Your vehicle does not need an elaborate

running in, but you can follow a few simple

tips below for the first 2000 km to save fuel

and prolong the service life of your vehicle:

e  Avoid full throttle acceleration when
starting and driving.

e  Avoid running the engine in over speed
mode.

e  Avoid sudden brakes for the first 300km.

e Do notdrive for a long time at any single
speed, either fast or slow.

e Do not tow a trailer during the

first 2000km.

Fuel

Selecting the proper fuel is essential for

satisfactory engine performance.

It’s also important to pay attention to the
emission control and the maintenance of
relevant apparatus.

Engine damage caused by use of improper
fuels is not covered under BYD F3 warranty.
Fuel type

Only the GB17930-93# unleaded gasoline
can be applied.

In order to avoid the mistakes made by gas
station, there is a smaller opening in the fuel
box. The special muzzle of unleaded gasoline
pump is

well-matched with it, while the bigger

standard muzzle is unusable.
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NOTICE

Do not use leaded gasoline on vehicle.
This may cause the three-way catalytic
converter to lose its effectiveness and
the emission control system to
function improperly. In addition, this
can increase the maintenance cost.
The vehicle emission system must
apply the GB17930-93# or above

unleaded gasoline.

If your engine has ignition knock

If you detect heavy ignition knock even when
using the recommended fuel, or if you hear
steady ignition

knocks while holding a steady speed on level
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roads, consult your BYD AUTO service
station.

However, it is normal to hear brief and
slight knock when accelerating and

grabbling. Do not worry.

Fuel tank capacity: 50 L

Fuel cut-off system

When the engine stops running in an
accident, the engine control system will stop
providing engine with fuel in order to

minimize the possibility of fuel leak.

If the fuel pump stops working, please turn
the switch to “ACC” or “LOCK” before

restarting.

CAUTION

Before restarting the engine, check
the ground below your vehicle. If fuel
leaks to the ground, then the fuel
system would be damaged and need
repair. In this case, do not restart the

engine.
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Three-way catalytic converter

The three-way catalytic converter is an
emission control device installed in the
exhaust system.

It aims to reduce pollutants in the exhaust

gas.

NOTICE

NOTICE

Keep people and combustible
materials away from the exhaust pipe
while the engine is running. The
exhaust gas is very hot.

Do not drive, idle, and park the vehicle
on easy-burning ground such as
lawn, leaves, sheets, and rags,

especially in summer.

A large amount of unburned gases
flowing in to the three-way catalytic
converter may cause or to overheat and
create a fire. To prevent this and other
damages, observe the followings
precautions:

e Use only the prescribed or above
unleaded gasoline.

e Do not drive with an extremely low
fuel level. Running out of fuel could
cause the engine to misfire, creating
an excessive load on the three-way
catalytic converter.

e Do not allow the engine to run at high
and low idle speed for a long time.

e  Avoid running the engine in over
speed mode.

e Do not push-start or pull-start your
vehicle.

e Do not turn off the ignition switch
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Do not turn off the ignition switch
while the vehicle is moving.

Keep your engine in good running
condition. Malfunctions in the
engine electrical system,
electronic ignition
system/distributor ignition
system, or fuel system could
cause an extremely high three-way
catalytic converter temperature.

If the engine becomes difficult to
start or stalls frequently, take your
vehicle in for a check-up as soon
as possible.

To ensure that the three-way
catalytic converter and the entire
emission control system operate
properly, your vehicle must

receive the periodic inspections

required by your BYD AUTO
service station. For details, see

Section 6.
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Engine exhaust cautions

CAUTION

Avoid inhaling the engine exhaust.
Make sure the exhaust system has
no holes or loose connections. The
system should be checked from
time to time. If you hit something, or
notice a change in the sound of the
exhaust, have the system checked
immediately.

e Do not run the engine in a garage or
enclosed area except for the time
needed to drive the vehicle in or out.
The exhaust gases can not escape,
making this a particularly
dangerous situation.

e Do not remain for a long time in a
parked vehicle with the engine
running. If it is unavoidable,
however, do so
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only in an unconfined area and
adjust the heating or cooling system
to force outside air into the vehicle.

e  Keep the luggage component lid or
back door closed while driving. An
open or unsealed trunk lid or back
door may cause exhaust gases to
be drawn into the vehicle.

e To allow proper operation of your
vehicle’s ventilation system, keep
the inlet grilles in front of the
windshield clear of snow, leaves, or
other obstructions.

e If you smell exhaust fumes in the
vehicle, drive with the windows
open and the luggage component
lid or back door closed. Have the
cause immediately located and
corrected.

Facts about engine oil consumption
Functions of engine oil

Engine oil has the primary functions of
lubricating and cooling the inside of the
engine, and plays a major role in maintaining
the engine in proper working order.

Engine oil consumption

It is normal that an engine should consume
some engine oil during normal engine
operation. The causes of oil consumption in a
normal engine are as follows.

° Oil is used to lubricate pistons,
piston rings, and cylinders. A thin film
of oil is left on the cylinder wall when a
piston moves downwards in the cylinder.
High negative pressure generated sucks
some of this oil into the combustion
chamber when the
vehicle is decelerating. This oil as some

part of the oil film left on the cylinder wall

is burned by

e the high temperature combustion gases
during the combustion process.

e Oil is also used to lubricate the stems
of the intake valves. Some of this oil is
sucked into the combustion chamber
together with the intake air and is
burned along with the fuel. High
temperature exhaust gases also burn
the oil used to lubricate the exhaust
valve stems.

The amount of engine oil consumed
depends on the viscosity of the oil, the
quality of the oil and the

conditions the vehicle is driven under.
More oil is consumed by high-speed driving
and frequent acceleration and deceleration.

A new engine consumes more oil, since its
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pistons, piston rings and cylinder walls have

not become conditioned.

Oil consumption:

Max. 1.0 L/1,000 km

When judging oil consumption, pay
attention to that it would be difficult to
judge the real oil level because oil

rarefies.
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For example, if vehicle repeatedly drives for a
short distance, oil would be consumed. In this
case, even if the vehicle drives for 1,000 km
or above, oil level displayed on oil dip rod
would not decrease since oil has been

rarefied by fuel and smoke.
If vehicle drives at high speed (e.g. on

freeway), rarefied oil would ablate, so oil will

be over-consumed after high speed driving.
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Importance of engine oil level check

One of the most important points in proper
vehicle maintenance is to keep the engine oil
at the optimum level so that oil function will
not be impaired. Therefore, it is essential that
the oil level be checked regularly. BYD AUTO
recommends that the oil level be checked

every time you refuel the vehicle.

NOTICE

Failure to check the oil level regularly

could lead to serious engine trouble

due to insufficient oil.

For detailed information on oil level check,
see “Checking the engine oil

level” in Section7-2.

Shift control
Manual transmission

To run smoothly, the manual transmission is
synchronized at all the drive gear, the manual
transmission is equipped with locking devices
so as not to directly shift from the 5 gear to
reverse. You should press clutch pedal to
end when shifting, not let your foot on the
clutch pedal, otherwise it will speed up the

clutch abrasion when no shift.

Shift to the Reverse only stopping the vehicle
completely. Shifting to

Reverse during driving will damage the
transmission. After pressing on the clutch
pedal, before shifting to reverse, should stay

a few seconds, or shift the drive gear on a

short stay. This will stop the gear to avoid mill

each other.

Slow down, under shift can obtain additional
braking force from the engine. This additional
braking force will help maintain a safe speed,
to prevent the brakes overheating in the

downhill.

Warning:

Fast accelerate and fast decelerate on the
slip road will cause the losing

control of vehicle. The event of a crash will
cause you injury. Should be extra carefully

driving at the slip road.

Automatic transmission
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The automatic transmission of BYD F3 with 4
drive gear controlled by electronic control
system can shift stablely, equipped with
“lockup type” torque converter can reduce the
fuel consumption

Shift lever position indicators:

[\ e v
O o o0 o oD oo o

These indicators between the tachometer
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and speedometer show which position the

shift lever is in.

The engine warning indicator will comes on if
the automatic transmission failure.

Shift lever position

The shift lever has 7 gears, when start the

engine, the shift lever should be the P or N
gear position. When you want to stop the
vehicle with the gear at d, 3, 2, L, N or R
position, you should forcibly step the brake
pedal, and get away from the accelerator
pedal

Park (P)—This position mechanically locks
the transmission. Use Park whenever you are
turning off or starting the engine. To shift out
of Park, you must press on the brake pedal

and have your foot off the accelerator pedal.

Press the release button on the front of the
shift lever to move it.

If you have done all of the above and still
cannot move the lever out of Park, see “Shift

Lock Release” on page .

You
must also press the release button to shift

into Park. To avoid transmission damage,
come to a complete stop before shifting into
Park. The shift lever must be in Park before

you can remove the key from
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the ignition switch.

Reverse (R)—How to shift from Park to
Reverse refer to “Park”. Shift from the Neutral
to Reverse should after stop the vehicle
completely and should press the release
button.

Neutral (N)—Use Neutral if you need to
restart a stalled engine, or if it is necessary to
stop briefly with the engine idling. Shift to the
Park position if you need to leave your
vehicle and apply the parking brake. Press on
the brake pedal when you are moving the

shift lever from Neutral to another gear.

Drive (D)—Use this position for your normal
driving. The transmission automatically

selects a suitable gear for the vehicle speed

and acceleration. You may notice the
transmission shifting up at higher speeds
when the engine is cold. This helps the
engine warm up faster.

Drive (D3)—This position is similar to D,
except only the first three gears are selected
instead of all five. Use D3 when towing a
trailer in hilly terrain, or to provide engine
braking when going down a steep hill. D can
also keep the transmission from cycling
between third and fourth gears in stop-and-go

driving.

When at D3 and D, press the accelerator
pedal down to bottom can speed up quickly,
then the transmission will under shift
automatically. The transmission shift to First
or Second according to the speed of press

the accelerator pedal

Second (2)—To shift to Second, press the
release button on the front of the shift lever.
This position locks the transmission in
second gear, it will not shift to first gear
automatically. At the second gear, can
provide more power when climbing; increase
the engine braking when going down steep
hills, reduce the wheel spin when starting the
engine on a slippery

road or in deep snow.

First (L)—To shift from Second to First, press
the release button on the front of the shift
lever. This position locks the transmission in
first gear. By upshifting and downshifting
through 1, 2, D, and D, you can operate this

transmission much like a manual
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transmission without a clutch pedal.

Shift lock release

This allows you to move the shift slot. Lever
out of Park if the normal method of pushing
on the brake pedal and pressing the release
button does not work.

1. Stop the engine, pull up the grip brake

2. Remove the key from the ignition switch.
3. Press the Park release button while press
the release button at the shift lever to shift
from Park to Neutral.

4. Press on the brake pedal, restart the

engine

If you need to use the shift lock release, show
that maybe some problem exists at you

vehicle. Please get inspection from BYD
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service shop.

Brake system

The tandem master cylinder brake system
has two separate sub-systems. If either sub
system should fail, the other will still work.

However, the pedal will be harder to press,

and your stopping distance will be increasing.

CAUTION

Do not drive your vehicle with only a

single brake system. Have your brakes

fixed immediately.

Brake booster

The brake booster uses engine vacuum to
power the brakes. If the engine should quit
while you are driving, you can bring the

vehicle to a stop with more pedal pressure.

CAUTION

e Do not push the brake pedal if the
engine stalls. Each push on the pedal
uses up your reserved vacuum.

e Even if the power assist is
completely lost, the brakes will still
work. But you will have to push the
pedal hard, much harder than normal.

And your braking distance will

increase.

Anti-lock brake system (with “ABS”
warning light)
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The anti-lock brake system is designed to
help prevent lock-up of the wheels during
a sudden brake or brake on slippery road
surfaces. This assists in providing
directional stability and steering
performance of the vehicle under these

circumstances.

Effective ways to press the ABS brake pedal:
when the anti-lock brake system function is
working, you may feel the brake pedal
pulsating and hear a noise. In this condition,
to enable the anti-lock brake system to work,
just hold the brake pedal down more firmly.
Do not pump the brake in a panic stop. This
will result in reduced braking performance.
The anti-lock brake system becomes
operative after the vehicle has accelerated to
a speed in excess of approximately 5 km/h. It
stops operating when the vehicle decelerates
to a speed below approximately 5km/h.

In rainy days, it is easy to activate

anti-lock brake system when stepping on
brake pedal on slippery surface, such as the

cap of well, armor plate or the joint of bridges.

You may hear a click or motor sound in the
engine compartment for a few seconds when
the engine is started or just after the vehicle
begins to move. This means that the anti-lock
brake system is in the self-check mode, and

does not indicate a malfunction.

When the anti-lock brake system is
activated, the following conditions may
occur. They do not indicate a malfunction
of the system:
e  You may hear the anti-lock brake
system operating and feel the
brake pedal pulsating and the vibrations
of the vehicle body and steering wheel.
You may also hear the motor sound in

the engine compartment even after the
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vehicle is stopped.
At the end of the anti-lock brake system
activation, the brake pedal may move a

little forward.

during high speed driving in the rain, the
anti-lock brake system does not provide

vehicle control.

CAUTION

Do not overestimate the anti-lock brake
system: although the anti-lock brake
system assists in providing vehicle
control, it is still important to drive with all
due care and maintain a moderate speed
and safe distance from the vehicle in front
of you, because there are limits to the
vehicle stability and effectiveness of
steering wheel operation even with the
anti-lock brake system on.

If tire grip performance exceeds its
capability, or if hydroplaning occurs

Anti-lock brake system is not designed to
shorten the stopping distance:
Compared with vehicles without an
anti-lock brake system, your vehicle may
require a longer stopping distance in the
following cases:

e  Driving on rough, gravel, or

snow-covered roads.

e  Driving with wheel chains installed.

e  Driving over the steps such as the

joints on the road.

e  Driving on bumpy or uneven roads.
Install all 4 tires of specified size at
appropriate pressure: the anti-lock
brake system detects
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vehicle speeds using the speed
sensors for respective wheels’ turning
speeds. The use of tires rather than
specified may fail to detect the
accurate turning speed resulting in a

longer stopping distance.

Disk/drum integrated parking brake
Vehicle is equipped with drum parking
brake. This type of parking brake needs to
change brake shoe or brake drum
periodically and have them wear in by

your BYD AUTO service station.
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Warning of brake pad

There is warning of brake pad. When the
brake pad is over-worn, there will be a

warning sound.

If you hear a scream or friction noise, please
contact with BYD AUTO service station to

replace the brake friction disc as soon as

possible.

Do not drive your vehicle for long time when

there is a warning sound.

Luggage storage precautions

When stowing cargo and luggage in the

vehicle, observe the following rules:

e  Put cargo and luggage in the trunk or
luggage compartment when possible.

Be sure all items are secured in place.

e  Be careful to keep the vehicle balanced.

Locating the weight as forward as
possible helps maintain balance.

e  For better fuel economy, do not carry
unneeded weight.

Suspension and chassis

CAUTION

Do not modify the suspension/chassis
with lift kits, spacers, springs, etc.
This can cause dangerous handling
characteristics, resulting in loss of

control.
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Section 3 Starting and Driving
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Before starting the engine

1. Check the area around the vehicle
before entering it.

2. Adjust the seat position, seat height,
seatback angle, head restraint, and
steering wheel angle.

3. Adjust the inside and outside rear view
mirrors.

4. Lock all doors.

5. Fasten seat belts

To use wireless remote control to lock the

vehicle, press “UNLOCK” to unlock the

vehicle. Otherwise, you can not start the

engine.

Starting the engine
(a) before starting

Manual transmission

1. Apply the parking brake firmly.

2. Close all lights and other device which
are not needed.
Shift the transmission into neutral.

4. Trample death on the clutch pedal till
vehicle starts.

5. Close the anti-theft system.

Automatic transmission

1. Hitch the park brake firmly

2. Close all lights and other device which

are not needed.

3. Set the shift lever on the "P". If need to

restart the engine during moving, the shift

lever can be on the "N", if the shift lever at

any driving location gear, starting safety

devices will prevent the running of starter.

4. Trample death on the brake pedal till

vehicle starts.

(b) Start the engine

Before starting the engine, be sure to follow
the instructions in “(a) before starting”.
Normal starting procedures

The multi-point fuel injection system in engine
will automatically control a proper mixture of

the air and fuel for start.

Follow the procedures listed below for warm

or cool start of the engine.

Start the engine by turning the key to
“START”. Release it after the engine starts.
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Engine gets heating up by running but idling.
Run the engine steadily to warm up the
vehicle till the temperature of engine coolant

rises to normal range.

If the engine starts

Follow the correct procedure given in normal
start to restart it.

If the engine will not start

See “If your vehicle will not start” in Section 4.

over-speed mode.

If engine is hard to be started or
stall frequently, check the

engine at once.

NOTICE

L] Starting operation of engine can
not excess 30 seconds, or it will
lead to over-heat of engine and

circuit system.

° Do not run the engine in
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Safety check

It is a good idea to do a safety check before
starting out on a trip. A few minutes of
checking can help ensure safe and pleasant
driving. Just a basic familiarity with your
vehicle is required and a careful eye!
Otherwise, if necessary, BYD AUTO service

station will do the check at a low cost.

CAUTION

If you make this check in an enclosed
garage, make sure there is adequate

ventilation. The engine exhaust is

poisonous.

Before starting the engine
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Outside the vehicle

Tire: check the pressure with a gauge and
look carefully for cuts, damage, or excessive
wear.

Wheel nuts: make sure no nuts are missing
or lost.

Fluid leaks: after the vehicle has been
parked for a while, check the underneath for
leaking fuel, oil water, or fluid. (Water
dripping from the air conditioning after use is
normal.)

Lights: Make sure the headlights, stop lights,
tail lights, turn signals and other lights are all
working. Check

the headlight strength.

Inside the vehicle

Spare tire, jack, and wheel nut wrench:
Check the tire pressure and make sure you
have your jack and wheel nut wrench.

Seat belts: check that the buckles lock
securely. Make sure the belts are not worn or
frayed.

Instruments and controls: special attention
should be taken to make sure that the service
reminder indicators, instrument lights, and
defrosters are working.

Brake: make sure the pedal has enough
clearance and the brake works

properly.

In the engine compartment

Spare fuses: make sure you have spare

fuses. They should cover all the

amperage ratings designated on the fuse box
lid.

Coolant level: make sure the coolant level is
correct. See Section 7-2 for instructions.
Battery and cables: all the battery cells
should be filled to the proper level with
distilled water. Look for corroded or loose
terminals and a cracked case. Check the
cables for good condition and connections.
Wiring: look for damaged, loose, or
disconnected wires.

Fuel lines: check the lines for leaks

or loose connections.

CAUTION

Do not stack children’s toys inside the
vehicle. Although easy for play, this

may cause potential safety hazards,
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especially for emergency brakes or
crashes. These toys not only affect the

driving safety, but also can become

dangerous for children.

After starting the engine

Exhaust system: listen for any leakage.
Have any leaks fixed immediately. See
“engine exhaust cautions” in Section 2.
Engine oil level: stop the engine and
park on a level spot. See section 7-2

for instructions.

While driving

Instrument: make sure the speedometer and
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gauges are working.

Brake: in a safe place, check that the brakes
do not pull the one side when applied.

Other unusual phenomena: check whether
there is loose part, leaks, or abnormal noise.
If there’s no malfunction, you can get
released and enjoy your driving.

Note whether there is some noise at the

beginning.

Tips for driving in various conditions

e  Always slow down in gusty crosswinds.
This allows you to control much better.

e  Drive slowly onto curbs and, if possible,
at a right angle. Avoid driving onto high,
sharp-edged objects and other road

hazards. Failure to do so can lead to

severe tire damage such as a tire burst.
Drive slowly on the rough road.
Otherwise, the wheels or the tires may
be damaged.

Washing your vehicle or driving through
deep water may get the brakes wet. To
see whether they

are wet, check that there is no traffic
near you first, and then press the pedal
lightly. If you do not feel a normal braking
force, the brakes are probably wet. To
dry them, drive the vehicle cautiously
while lightly pressing the brake pedal
with the parking brake applied. If they
still do not work safely, pull to the side of
the road and call your BYD AUTO

service station for assistance.
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CAUTION

Before driving, make sure the parking

brake is fully released and the
parking brake reminder light is off.
After starting the engine, do not go

out of the vehicle.

Do not keep your foot on brake pedal.

Otherwise, it will cause over-heat,
abrasion, and poor fuel economy.
To drive down a long or step hill,
reduce your speed and downshift.
Remember, if you ride the brakes
excessively, they may overheat and
not work properly.

Be careful when accelerating,

up-shifting, downshifting, or
braking on a slippery surface.
Sudden acceleration or engine
braking could cause the vehicle to
skid or spin.

e Do not poke your head or arms
out of any window during driving.
Take special care when children

stay inside.

Do not continue normal driving when the
brakes are wet. If they are wet, your
vehicle will require a longer braking
distance, and it may pull to one side when
the brakes are applied. Also, the parking

brake will not hold the vehicle securely.

Notice

When running on the wet surface, please
avoid plashes. If much water enters the

engine compartment, the engine or

electric components will be damaged.

Driving tips in winter

Make sure your coolant is properly
protected against freezing.

Use the coolant which is appointed by BYD
AUTO only.

NOTICE

Do not use too much plain water, since it
would be likely to damages the cooling

system of engine in winter.

Check the condition of the battery and
cables.

Cold temperature reduces the capacity of any
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battery, so it must be in top shape to provide
enough power for winter starting. Section7-3
tells you how to visually inspect the battery.
Your BYD AUTO service station will be

pleased to check the level of charge.

Make sure the engine oil viscosity is
suitable for the cold weather.

See Section 7-2 for recommended viscosity.
Leaving much summer oil in your vehicle
during winter months may cause harder
starting. If you are not sure about which oil to
use,

call your BYD AUTO service station. We will
be pleased to help.

Keep door locks from freezing.

Squirt the lock deicer or glycerine into the
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locks to keep them from freezing.

Use cleaner containing anti-freezing
agent.

This product is available at your BYD AUTO
service station and most parts stores. Follow
the manufacturer’s directions to mix the water

with agent.

NOTICE

Do not use engine antifreeze or any
other substitutes because it may

damage your vehicle’s paint.

Do not use your parking brake when there
is a possibility it could freeze.

When parking, put the transmission into
some gear and block the rear wheels. Do not

use the parking brake, or snow or water

accumulated in and around the parking brake
mechanism may freeze, making it hard to

release.

Keep ice and snow from accumulating
under the fenders.

Ice and snow built up under your fenders can
make steering difficult. During bad winter
driving, stop and check under the fenders

occasionally.

Depending on where you are driving, we
recommend you to carry some emergency
equipment. Some of the objects you might
put in the vehicle are tire chains, window

scraper, bag of sand or salt, flares, small
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shovel, jumper cables, etc.

Daggling other vehicles

BYD F3 is designed for carrying passengers.
Daggling other vehicles will affect its
operation, performance, brake, durability and
fuel economy. The driving safety and comfort
completely depend on correct using and
driving habits. Do not overload and daggle for
your and others safety. BYD AUTO does not
offer guarantee

for the damage or malfunction due to
daggling with commercial purposes.

Weight limitation

Before daggling other vehicles, makes sure
the daggling capability. You can contact BYD

AUTO service station to confirm whether the

daggling capability is within the weight
limitation.

This capability is measured on horizontal
road. Remember that the engine power and
daggling capability will decrease when driving

on mountain area.

CAUTION

The weight of vehicle being daggled
should not exceed the maximal rated
weight. Otherwise, an accident would
be caused. Because the braking
distance may be increased, you
should enlarge the distance between
vehicles when daggling at a speed of

10 km/h. The least distance to front

one should be the sum of length of
the two vehicles. Thus, it would be

avoided to lose control upon

slippage.

Tire

e  Make sure that the tire has appropriate
air pressure. See Section 7-2 for
recommendation.

e  Please keep vehicle’s tire pressure
under the standard which is set by the
producer, according to the total weight
of the vehicle.

Wear-in procedure

BYD AUTO company suggest you not to
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daggle other vehicles in the initial 2,000
km if it is a new one or has new driving
system spare parts (engine, transmission,

differential, wheel bearing, drive shaft)

Maintenance
e  If daggling is needed, vehicle has to be
maintained much frequently because of

the added load.

How to save fuel and make your vehicle
last longer

Improving fuel economy is easy, so just take
it easy. It will help make your vehicle last
longer, too. Here are some specific tips on
how to save money on both fuel and repairs:

e  Keep your tires inflated at the correct
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pressure. Under inflation causes tire
wear and wastes fuel. See Section 7-2

for instructions.

Do not carry unneeded weight in your
vehicle. Excess weight puts a heavier
load on the engine, causing greater fuel
consumption.

Avoid lengthy warm-up idling. Once
the engine is running smoothly, begin
driving but gently. Remember, however,
that on cold winter days this may take a
little longer.

Accelerate slowly and smoothly.
Avoid jackrabbit starts. Get into high
gear as quickly as possible.

Avoid long engine idling. If you have a

long wait and you are not in traffic, it is
better to turn off the engine and start it

again later.

e Avoid engine lugging or over-running.
Use a gear position suitable for the road
on which you are traveling.

e  Avoid continuous speeding up and
slowing down. Stop-and-go driving
wastes fuel.

e  Avoid unnecessary stopping and
braking. Maintain a steady pace. Try to
time the traffic signals so you only need
to stop as possible or take advantage of
through streets to avoid traffic lights.
Keep a proper distance from other

vehicles to avoid sudden brakes. This
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will also reduce wear on you brakes.

Avoid heavy traffic or traffic jams
whenever possible.

Do not rest your foot on the clutch or
brake pedal. This causes premature
wear, overheating and poor fuel
economy.

Maintain a moderate speed on
highways. The faster you drive, the
greater the fuel consumption. By
reducing your speed, you will cut down
on fuel consumption.

Keep the front wheels in proper
alignment. Avoid hitting the curb. Slow
down on rough roads. Improper

alignment not only causes faster tire

wear but also puts an extra load on the
engine,

which, in turn, wastes fuel.

Keep the bottom of your vehicle free

from mud, etc. This not only lessens

weight but also helps prevent corrosion.

Adjust your vehicle and have it work
in best operating state. A dirty air
cleaner, carburetor out of adjustment,
improper valve clearance, dirty plugs,

dirty oil, and grease, brakes not

adjusted, and other conditions will lower

the engine performance and lead to

poor fuel economy. For longer life of all

parts and lower operating costs, keep all

maintenance work on schedule. If you

often drive under severe

conditions, have your vehicle receive
more frequent maintenance. See Section

6.

CAUTION

Never turn off the engine to coast
down hills. Your power steering and
brake booster will not function without
the engine running. Also, the emission
control system operates properly only
when the engine is running.
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If your vehicle fails to start

(a) Simple checks

Before making these checks, make sure you
have followed the correct starting procedure
given in “How to start engine” in Section 3
and that you have sufficient fuel. Please
check whether other keys can start engine. If
the engine can be started, then the key may
be damaged. Contact your BYD AUTO
service station to inspect the key. If all the
keys can not work, then there are malfunction
to keys or ignition switch. Please contact
BYD AUTO service station. See “Keys” in

Section 1-2 for reference.

If the engine is not turning over or is

turning over too slowly—

1. Check whether the battery terminals are
tight and clean.

2. If the battery terminals are OK, switch
on the interior light. If the light goes out,
dims, or the battery is discharged when
the starter is cranked. You may try jump
starting. See “(c) Jump starting” for
further instructions.

If the light is OK, but the engine still will not

start, it needs adjustment or repair. Call your

BYD AUTO service station.

NOTICE

Do not pull-start or push-start the
vehicle. It may damage the vehicle or
cause a collision when the engine
starts. The three-way catalytic

converter may overheat and become a

fire hazard.

If the engine turns over at its normal

speed but will not start—

1. Turn the ignition key to “ACC” or “LOCK”
and try starting the engine again.

2.  If the engine will not start, the engine
may be flooded because of repeated
cranking. See “(b) Starting a flooded

engine” for further instructions.
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3. If the engine still fails to start,
adjustment or repair is needed. Call
your BYD AUTO service station.

(b) Starting a flooded engine

If the engine will not start, your engine may

be flooded because of repeated cranking.

If this happens, turn the key to “START” with

the accelerator pedal fully depressed. Keep

the key and accelerator pedal in these
positions for 15 seconds and release them.

Then try starting the engine with your foot off

the accelerator pedal.

If the engine does not start after 15 seconds

of cranking, release the key,

wait a few minutes and try again.

If the engine still fails to start, it needs

adjustment or repair. Call your BYD AUTO

service station for assistance.
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NOTICE

Do not crank for more than 30 seconds
at a time. This may overheat the starter

and wiring systems.

CAUTION

(c) Jump starting

To avoid serious personal injury and
damages to your vehicle which might
result from battery explosion, acid burns,
electrical burns, or damaged electronic
components, these instructions must be
followed

precisely.

If you are unsure about how to follow this
procedure, we strongly recommend that you
seek the help of a competent mechanic or

towing service.

e  Batteries contain sulfuric acid
which is poisonous and corrosive.
Wear protective safety glasses
when jump starting, and avoid
spilling acid on your skin, clothing,
or vehicle.

e If you should accidentally get acid
on yourself or in your eyes, remove
the contaminated clothing and flush
the affected area with water
immediately. Then get immediate
medical attention. If possible,
continue to apply water with a
sponge or cloth while on route to

the medical office.

The gas normally produced by a battery




F3/F3R OWNER’S MANUAL

will explode if a flame or spark is brought
near. Use only standardized jumper
cables and do not smoke or light a match

upon jump starting.

NOTICE

The battery used for boosting must be

12 V. Do not jump start unless you are

sure that the booster battery is correct.

Jump starting procedure

1. If the booster battery is installed in
another vehicle, make sure the vehicles
are not touching. Turn off all
unnecessary lights and accessories.

2. If necessary, remove all the plugs of
the battery for charging and discharged
battery, and cover a cloth on the
openings of the battery. This can help

reduce explosion possibility and injury

to people.

3. If the engine in the vehicle with the
booster battery is not running, start it
and let it run for a few minutes. During
jump starting, run the accelerator pedal
by lightly pressing it at the running
speed of 2,000 rpm.

4. Connect wires basing on the sequence

of a, b, ¢, and d.

a. Connect the clamp of the positive (red)

jumper cable to the positive
terminal (+) on the discharged battery.
b. Connect the clamp at the other end of the
positive (red) jumper cable to the positive
terminal (+) on the booster battery.
c. Connect the clamp of the negative (black)
jumper cable to the negative terminal (-) on

the booster battery.

d. Connect the clamp at the other end of the
negative (block) jumper cable to a solid,
stationary, unpainted, metallic point of the

vehicle with the discharged battery.
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.....

—————

Fositiva b
tarminal ( )
(4" mark)

Jumper cahle
Foaitive terminal
{"+" mark)

Do not connect the cable to or near any part

that moves when the engine is cranked.

CAUTION

Below shows the connecting point:

For connections, to avoid serious
injury, do not lean over the battery